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INTRODUCTION 

Resistivity gages rely on the measurement of 
electrical resistance between conductors mounted along a 
cylindrical probe (see Figure 1) to determine where the 
soil is frozen and where it is thawed. This determination 
is based on the wide difference between the volume 
resistivity of frozen soil (from 500,000 up to several 
million ohms) and thawed soil (20,000 to 50,000 ohms 
normally). Frost penetration is determined by making 
sequential resistance measurements down a resistivity 
probe and documenting at what depth the resistance goes 
from a high to a low value. It is not even necessary to 
actually read the resistance since voltage measurements 
for each probe section may be ratioed against a fixed one 
megohm resistor located in the readout circuit. This 
arrangement will work just as well as the actual 
resistance measurement since it is the shape of the curve 
that contains the data, not the absolute value of the 
measurements. Figure 1 shows a typical resistivity 
installation. Typical curves are shown in Figure 2. For 
comparison, two curves of temperature vs depth are also 
shown, one at mid-winter conditions and one during spring 
thaw. The resistivity gage measurements were made by 
reading the resistance (or voltage drop) between solid 
copper wire rings spaced evenly on a buried PVC rod using 
an alternating current (ac) voltage source. 

A technical discussion of the performance 
characteristics of resistivity probes used in frost 
penetration measurements is contained in CRREL Special 
Report 79-22, I1Determination of Frost Penetration by Soil 
Resistivity Measurements." 



FABRICATION 

~esistivity gages are made from PVC rods. A 
standard resistivity gage assembly is shown in Figure 3. 
The diameter of the rod should be at least 0.75 inches and 
1.0 inches or more is even better. The bare wire on the 
gage must be in actual electrical contact with the soil 
particles over a surface area that is large enough to 
insure that a representative resistivity value is 
obtained. An easy way to insure a large surface area is 
to wrap the bare wire around the probe twice or even three 
times. 

The length of the gage is a variable but should be 
at least one foot below the expected frost depth. The 
reason for the extra one foot is to insure that 
measurements of unfrozen soil resistivity will be 
available throughout the entire freeze/thaw season. 

Spacing between the measurement rings should be 1 
inch or so but no more than 2 inches. THIS SPACING MUST 
BE UNIFORM FOR THE ENTIRE LENGTH OF THE PROBE. The 
requirement for uniform spacing is based on the need to 
maintain constant dimensions in the equation 

R = p L/A where R is the measured resistance 
p is the resistivity of the,soil 
A is the surface area of the bare 
wire 

L is the spacing between the bare 
wires 

As long as the A and L are constant, the only 
variable in the resistance measurement is the resistivity 
of the soil thus the resistance is a true indicator of the 
frozen or thawed condition. 

The bare wire wrapped around the PVC rod at each 
measurement point should be no smaller than #14 wire, 
typically it is bare #14 solid copper house wire. The use 
of wire no smaller than #14 is to insure that adequate 
surface area is exposed to the soil particles. Although 
there are a number of ways to position this bare wire at 
each measurement point, the recommended way is to drill 
holes diametrically through the rod at each location 
(usually at a 1.0 inch spacing) and then thread the bare 
#14 solid copper wire through the hole, around the 
circumference of the rod a full two or three times and 
then solder the other end back on itself so that a 
complete set of two or three copper rings is made at each 
location. A separate #18 to #22 stranded hookup wire is 
then used to connect these individual rings to the surface 
readout station. Usually this connection is made by 
soldering the hookup wire to the #14 wire ring when it is 



being soldered back on itself. It is advisable to use 
color coding or else a numbering system to insure easy 
identification of these hookup wires back at the readout 
station. The holes are drilled at each location and the 
wires threaded through them to insure uniform spacing and 
to prevent the ring from slideing up or down the rod, 
especially during installation. Other arrangements are of 
course possible. 

Since a solid PVC rod is used, the standard 
arrangement is to machine a groove the entire length of 
the rod, bring the hookup wires to the surface in this 
groove, and then seal the wires permenently into the 
groove using a potting compound. This potting compound 
should flow easily (viscosity of less than 1000 centipoise 
at 25 degrees C) so that it fills all the voids around the 
wires. Once the potting compound has set up it should 
form a tough but flexible water tight seal and have enough 
mechanical strength to protect the hook up wires from 
damage, especially during installation of the probe in the 
drill hole. 

The readout wires are normally lead away from the 
probe in a trench. This type of arrangement would be re- 
quired if the gage is under a pavement. Resardless of the 
application it is absolutely essential that the top of the 
probe is buried, six inches below the surface beins a qood 
representative value. If for any reason the top of the 
probe should protrude above the surface, then any surface 
snow melt or even an early spring rain will cause water to 
enter the annulus between the probe and the soil, pene- 
trate this annulus for the entire length of the probe; and 
cause all measurements to indicate an erroneous thawed 
condition. 

Normally, resistivity probes are installed in the 
following manner: 

drill the hole to the proper depth, slightly larger 
in diameter than the gage itself 

dig out the trench from the hole to the readout 
station 

place the gage in the hole (to a depth of six 
inches or more) and measure the depth to the top of 
the gage. The depth measurement is important since 
it ultimately will be used to establish frost 
depth. If very accurate depth measurements are 
being sought, it may be advisable to position the 
top of the gage with a convenient benchmark. 



backfill the gage in the hole using the material 
removed during the drilling process. At this point 
it is very important to insure that the backfill 
material is in close contact with the sensor rings 
on the gage. If necessary, it is advisable to use 
a simple tool such as a small wooden dowel to tamp 
the replaced soil every few feet during the 
backfill process just to be. certain that the gage 
is in close electrical contact with the soil. 

lead the readout wires out the trench and backfill 
the trench. Care should be taken to insure that 
the insulation on these leads is not inadvertently 
damaged during this procedure since leaks in the 
insulation could cause an actual frozen condition 
to appear as a I1thawedlt condition if bridged by 
soil moisture. Such a condition could very 
possibly exist if the gage is installed under a 
highway or runway where surface water has its 
freezing point depressed due to the application of 
salt for snow and ice control. Another point to 
consider is that the thermoplastic insulations 
normally used on hook up wire get very brittle and 
crack when flexed at low temperatures; therefor, if 
possible the resistivity probes should be installed 
during warm weather. Installation during warm 
weather has the added advantage of making it 
possible to obtain a good set of base line data 
before the frost season begins. 

the readout wires may be attached to any hardware 
that makes the sequential reading process easy. 
Barrier strips, terminal strips, and multi-position 
switches (see Figure 6 for instance) are typical 
examples. These wires may also be connected to a 
data logger for automatic reading although this 
process will use up a very large number of channels 
on these devices. This use of a data logger is 
normally not required since the freezelthaw process 
is usually very slow so that a once-a-week reading 
is sufficient. REMEMBER: the readout of these gages 
requires an ac voltage. Therefore, the direct 
current (dc) voltages normally available in 
commercially available data loggers cannot be used 
for resistivity gage measurements!! 

Once the readings have been taken, they should be 
graphed or otherwise analyzed to insure that the 
measurement is reasonable and that it agrees with any 
other available data (such as temperature probes for 
example). 



READOUT EQUIPMENT 

As previously mentioned, the read out for these 
gages must be an ac voltage. The reason for this is that 
direct current (dc) voltages polarise the electrodes due 
to reactions with dissolved minerals etc. in the soil 
water. To prevent this from occurring, the voltage is 
reversed every half cycle and thus a true resistivity 
measurement is obtained. Frequencies as low as 40 hertz 
and as high as 2000 hertz have been used. It is advisable 
to use some frequency other than 60 hertz or a multiple 
since it is possible to get erroneous data through "noise 
pickupw of the line frequency. Examples of readout 
circuits are shown in Figures 4 and 5. Any ac circuit 
that measures the resistance or else ratios the voltage 
drop to a fixed known resistance will work. 

SUMMARY 

gage material PVC rod (or wooden dowel for short 
term installations) 

rod size 

gage ring 
wire size 

1.5 inches minimum, 2 inches or 
more, ideally 

number #14 wire minimum dimensions, 
#12 or larger is even better about 
wire size #18 to #22 

readout wire PVC, polyethelyne or any 
insulation thermoplastic that has good low 

temperature performance and is an 
effective moisture barrier. 

ring spacing 

installation 

2.0 inches maximum, 1.0 inch is 
better 

(1) top of gage to be at least six 
inches below the surface 

(2) the backfill process should 
insure that the soil makes good 
electrical contact with the probe's 
sensor rings 

(3) care should be taken to insure 
that the insulation on the 
individual hook up wires is not 
damaged during the installation 
process. 
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Solid PVC Rod 
(arooved to acce~t ' lead wires) . 

Keep Dimensions Constant 

\ Bare Copper Wire 
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1.75 and 1 .O in. Diameter 
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Oscillator 
45 - 2000 Hz 1- 

Digital 
Multimeter 

- -~ - - 

Voltage-ratio Circl-lit for Resistivity Measurements 

Battery Operated Version 

READOUT CIRCUITS 

Figure 4 
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