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I. BACKGROUND 

The replacement of a culvert under a roadway is an 
expensive proposition. The work required to remove and replace 
(r & r) such a structure is both disruptive to the driving public 
and to the structural integrity of the existing pavement. 
Finding an inexpensive and less disruptive alternative would be 
very desireable. 

Minnesota Department of Transportation (Mn/DOT) Maintenance Area 
1A based in Duluth was particularly interested in this problem 
since their area of operations included soil and moisture 
conditions conducive to the deterioration of corrugated metal 
culverts. This situation was identified until 1969 in the 
Final Report of Minnesota Department of Highways Investigation 
Number 116, "Serviceability of Corrugated Metal Culverts". Area 
roadways designed before 1969 included corrugated metal culverts 
that are now experiencing high deterioration rates. 

II. PURPOSE 

The objectives of this research project was to investigate 
alternative means of culvert renewal in lieu of total 
replacement, to apply several state of the art renewal 
techniques, and to collect and evaluate the experiences of 
performing alternative methods of correcting culvert 
deterioration problems. These alternatives were to be compared 
using the following criteria: 

Cost 
Skills and resources required 
Time required 
Old culvert preparation 
Traffic disruption 
Work area requirements 
Placement problems 
Grouting procedures 

Also we wanted to review the 
alternatives after one 
effects of climate. 

performance of the 
place to evaluate the short term 

It was hoped that this research project would lead the department 
to accept one or more of the alternatives as a less expensive and 
less disruptive method than replacement, whether done by 
contract or Mn/DOT forces. This ect should also 
serve as a basis for future culvert renewal 
products. 
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III. APPROACH 

The following steps outline the approach taken by Mn/DOT in this 
research project: 

1. Evaluate various culvert repair and relining methods and select 
some viable renewal alternatives. 

2. Inspect and identify deteriorated culverts as possible candidates 
for repair, relining, or replacement. 

3. Match the candidate deteriorated culverts to the selected renewal 
alternatives. 

4. Develop plans and special provisions for a culvert renewal 
project. 

5. Observe and evaluate the execution of the culvert renewal 
contract. 

6. Perform post construction evaluation of renewal methods and 
materials. 

7. Write a research report. 

A task force met in 1988 and 1989 to identify, evaluate, and specify 
various proprietary products that would be used in a demonstration 
culvert renewal project. This Mn/DOT task force represented: 

Central and District Maintenance 
Central and District Hydraulics 
Central and District Design 
District Construction 
District Materials 
Research Administration and Development 
Physical Research 
Standards 
FHWA 

Relining pipe materials that were considered included polyethylene, 
fiberglass, steel, polyvinyl chloride, and a cured resin impregnated 
felt tube. Since no long term historical experience with relining was 
available, the task force felt that the reliners should meet the 
strength requirements of a new installation, if possible. The task 
force considered methods of repairing concrete pipe joints and of 
overlaying the deteriorated bottom of a culvert with a concrete 
overlay. The intent was that these renewal methods would keep traffic 
disruption to a minimum. In addition, the task force wanted to 
include a culvert removal and replacement site on the project to 
provide a basis for comparisons. 

2 



On October 18th, 1988 
Physical Research 
between Reference Posts 
and the Twin 
1962 and 1967, thus 
metal culverts in 
identify deteriorated 
repair, relining, or 
Appendix A. The fol 
encountered the 

staff from the ics Section, 
, and lA 59 culverts 

165 and 235 on Interstate 35 between Duluth 
of I-35 was constructed between 
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not to use corrugated 
this inspection was to 
considered for joint 

summary of that inspection are in 
show examples of deterioration 

a concrete culvert. 



Extreme deterioration of metal culvert bottom. 

Typical deterioration at end of metal culvert. 
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On January 17th, 1989 the initial recommendations matching specific 
deteriorated culverts specific renewal methods were listed. As 
this original 1 was modified and refined it became the basis of 
hydraulic analysis, cost estimates, plans, and special provisions. 

One major design concern was hydraulic capacity. Any reliner reduces 
the cross sectional area of flow of a culvert, although some reliners 
have a smooth interior which may compensate for the reduction in area. 
Careful analysis was done to insure that relining was only recommended 
for culverts that could function adequately with a modified hydraulic 
capacity. It was determined that relined culverts should have their 
aprons replaced since they were generally in poor shape as well. 
Methods of grouting were evaluated. Two methods of pipe joint repair 
were developed with modifications. The planned concrete overlays of 
the deteriorated bottoms of large corrugated steel arch culverts were 
eliminated when it was discovered that these culverts were more 
structurally deficient than previously thought. 

State Project 0980-122 was let on July 28, 1989. The contract was 
awarded to the low bidder, Duluth Superior Erection. The contract 
called for culvert work at 35 sites including 2 replacements, 24 
reliners, and 9 joint repairs. Appendix B, the Drainage Chart plan 
sheet summarizes the planned work. All reliners were to be grouted 
except for the cured resin impregnated felt tube. Two unique features 
where included in this contract because of the research element. 
Video tapes were taken of the interior length of deteriorated culverts 
after cleaning and again after relining. Also the contractor was 
asked to participate in a post construction evaluation meeting and to 
provide time and cost breakdowns for the purpose of comparing 
alternatives. 

Construction began September 23, 1989. In 1989 the contractor 
completed all relinings, all joint repairs, and some grouting. In the 
spring of 1990 the contractor completed all culvert replacements and 
the remainder of the grouting. Contract work was reduced to 25 sites 
including 2 replacements, 18 reliners, and 5 joint repairs. The major 
reason for reducing the number of reliners was a difficulty in 
correctly sizing reliner pipes that would push into deteriorated 
culverts whose original cross section and profile had changed. This 
also led to changing the planned reliner at some sites. The reason 
for reducing the number of j repair sites was a decision to 
restrict the use of anned quantity of repairs to the sites and 
joints most in need of repair. In addition to normal inspection 
practices this work was monitored by research personnel, was 
photographed or recorded on video tape, and was documented on "Culvert 
Relining Data Sheets 11

• See Appendix C. 
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On April 11, 1991 District 1 Construction and Physical Research 
personnel conducted a post construction visual inspection of all 
culvert sites where work was completed under S.P. 0980-122. The air 
temperature was around 32 degrees Fahrenheit. Some photographs were 
taken. This inspection revealed that in general all renewal work was 
performing well approximately 1 year after contract completion. Only 
a few minor concerns were raised. 
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IV. RESULTS 

A. OVERVIEW 

The contents of the result section come from Culvert Relining Data 
Sheets, Alternative Cost Tabulations (Appendix D), Alternative Time 
Requirement Tabulations (Appendix E), visual observations, photograph 
and video tape review, conversations with Mn/DOT construction staff, 
and conversations with contractor staff. Except for the remove and 
replace sites traffic control was minimal, that is, mostly restricted 
to shoulder signing. In a typical relining operation the reliners 
were chained to a backhoe mounted on a tractor. The reliner was then 
pushed into the old culvert us movement of the backhoe and tractor. 
Besides the tractorjbackhoe operator, this operation normally included 
2 laborers. 

Grouting of reliners was general performed in 3 steps. First the 
opening between the old culvert and the reliner was mortared shut at 
both ends, leaving a small opening at the for inserting the grout 
pipe and for observation. After the mortar cured, approximately half 
the required grout was pumped in and cured. This prevented the 
reliner from floating in the plastic grout. Finally, the remainder of 
the grout was placed. Typically a 3 person crew was used along with a 
grout pump. was delivered to the site in ready mix 
trucks, but later the contractor started mixing the grout on site. 

The original specification called for a mix with course 
aggregate but was changed to a mix without course aggregate to 
accommodate pumping. The grout mix used was a Mn/DOT specification 3A 

mix design with cement = 864 pounds cubic yard, water = 380 
pounds cubic , and sand = 2261 pounds per cubic yard. The 
target air voids was 10% and no fly ash was added to the mix. 

It should be noted that for the most results are from a single 
project. It is felt that time and cost figures from this project are 
reasonably representative but may not be reflected in other similar 
contracts. 
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B. CULVERT REMOVAL AND REPLACEMENT (R&R) 

An existing culvert was removed and replaced at 2 sites. These 2 
sites were both at Reference Point 186+0.82, one on the north bound 
roadway and the other on the south bound. Not only were the culverts 
at these deteriorated but they were also undersized. 
Relining was not an option because the flow capacity could not be 
reduced. To increase the flow each existing 36 11 corrugated metal arch 
pipe was replaced 2 new 44 11 reinforced concrete arch pipes. 
Because 2 new were placed at each site direct cost comparisons 
were difficult, but the summary in Appendix D shows an adjusted 
comparison. 

Obviously, this is a very expensive alternative. It was over 4 times 
more than relining a similar sized pipe with a new steel pipe. 
Most of the cost difference was in labor and equipment costs. 
Experienced district personnel indicate that culvert R&R under traffic 
is 5 to 6 t more costly than placing new culvert with no traffic. 
Culvert R&R can also be costly to the driving public. Each R&R site 
was reduced from 2 lanes to 1 lane of traffic for about 2 weeks. This 
delay concrete cure time, so this delay would be slightly 
less had been asphalt pavement sections. 

When the culvert R&R sites were revisited about 1 year after their 
placement they appeared to be in excellent shape. The ride over the 
replaced concrete panels was very smooth. District inspection staff 
attributed the smooth ride to the proficient concrete finishers that 
the contractor had on the project. Experience shows that this is not 
always case. 

Excavation of old culverts. 
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Instal of new pipes. 

R&R. 
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C. CULVERT RELINERS 

1. Smooth Polyethylene with Mechanical Joints (PEM) 

Three 15 11 PEM reliners were placed in 18 11 existing culverts at NB 
165+0.90 (67 1 ), at NB 166+0.30 (65 1 ), and at SB 175+0.30 (54'). 
Except for the cost of the pipe these installations were similar to 
other reliners of similar size. The pipe cost was more because 
mechanical joints had to be purchased and fused to the pipes. These 
joints were fused to the pipe at a central site before being hauled to 
installation sites. These installations required only a tractor 
backhoe for equipment and very little time. These smooth liners 
pushed easily and a bullet end improved pushing even more. If work 
space were a problem these could be pushed one section of pipe at a 
time, but the contractor preferred to snap all sections together and 
pushed all at once. In fact the contractor did some minor excavation 
of the back slope so reliner sections could be pushed all at once. 

Grout overruns averaged about 40%. At one site the grout oozed from 
the shoulder, apparently above a separated joint in the old concrete 
culvert. When these sites were revisited after one year it was noted 
that these liners were debonded from the grout, probably because of 
differences in coefficients of thermal expansion. On the cool day 
that we reviewed the sites, the polyethylene pipe had shrunk relative 
to the surrounding grout. This debonding was probably facilitated by 
the relative smooth surface of this reliner. There is concern that in 
the long term water will seep between the liner and grout and that 
freeze/thaw cycling will cause deterioration. Similar liners were 
installed in the Willmar district in 1988. Twenty of these sites were 
inspected on May 13, 1991. See summary in Appendix F for inspection 
notes. Debonding was observed but appears to be restricted to the 
ends of the 18 inch reliners. All twenty reliners seemed to be in 
good shape and fully functional after three winters in place. At this 
point in time there is no observable problem related to this debonding 
phenomenon. It was noted that these reliners were grouted in one step 
and therefore reliner floating was observed. 
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Closeup view showing mechanical joint. 

PEM installed. 
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Completed PEM installation, showing pipe/grout debonding. 
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2. Smooth Polyethylene Fused (PEF) 

Two 15" PEF 1 s were led the NB lane at 231+0.85 (148 1 ) and 
234+0.91 (87 1 ). Two 15 11 PEF 1 s were in the SB lane at 
171+0.48 (60 1 ) and 234+0.98 (134 1 ). The cost of the PEF pipe was 
slightly less than PEM's, but the fusion of these pipes necessarily 
had to take place at each site. Where there was sufficient work 
space, all sections were fused and then pushed at one time. Where 
work space was limited, part of pipe was pushed, then space was 
excavated for the fusion machine, more pipe was added, then pushed, 
and so on. The 2 longer (100 1 +) culverts contained 30 degree elbows. 
By dovetailing the lead end of the pipes, they were successfully 
pushed right through the elbow sections. Generally PEF's pushed 
easily with a tractor backhoe. 

Grout overruns averaged about 25%. When these sites were revisited 
after one year, the debonding between the grout and the pipe similar 
to the PEM's was noted. 

Dovetailing of lead end of pipes. 
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Fus operation. 

Ins rel at elbow. 
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3. Corrugated Polyethylene (PEC) 

Because of liner sizing problems and the necessity of changing liner 
types for some sites, no PEC's were placed under this contract. 

4. Spiral Ribbed Polyvinyl Chloride (PVC) 

Two 24 11 PVC reliners were placed in 30 11 corrugated metal pipes at 
Reference Point 185+0.75. One was under the north bound roadway (95') 
and the other under the south bound (86 1

). A planned installation on 
the entrance ramp at NB 195+0.71 was cancelled due to a sizing 
problem. The material cost of PVC's was relatively inexpensive, but 
pushing the ribbed reliner a section at a time through a corrugated 
pipe was somewhat difficult. The ribs tended to catch on the rivets 
of the existing corrugated metal pipe. The spigot end was the lead 
end of the pipes when they were pushed, but the ribs on the bell end 
of these pipes were knocked off to ease pushing. The grout under runs 
for PVC pipes averaged 7 percent. 

One major difficulty with PVC pipe in Minnesota's climate is its 
brittleness in cold weather. On November 2, 1989 when a PVC pipe was 
dropped from a truck it came apart at its spiral seams. Obviously 
pipe can be handled more carefully, but it is difficult to avoid point 
impact loadings on pipes in real world construction environments. The 
post construction inspection revealed a small "pop out 11 near the end 
of one reliner. Otherwise the installations appeared to be in 
excellent condition. 
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Closeup of PVC pipe. 

Installation process of PVC reliner. 
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Unwound PVC pipe. 

PVC reliner in place after 1 year. 
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5. Fiberglass (FG) 

Two 21 11 FG reliners were placed in 24 11 reinforced concrete culverts at 
NB 168+0.89 (56 1 ) and at SB 168+0.91 (60 1

). A 21' FG reliner was 
placed in a 35 11 span corrugated metal arch culvert on an entrance at 
NB 191+0.45 (60 1

). Installation went relatively smoothly, although 
pushing was a little tougher through corrugated pipe. Pipes were 
pushed a section at a time with the spigot end leading. Bid prices on 
FG reliners were generally quite high, probably reflecting a 
relatively high material cost. As a result total installation costs 
were quite high for this size of pipe. Also, FG reliners are quite 
heavy and thus more difficult to handle than other reliners. 

Grouting at the 2 sites where concrete culverts were relined over ran 
an average of 26 percent. At the site where a metal arch culvert was 
relined the grout under run was 11 percent. The post construction 
inspection revealed small cracking at the push end of one reliner. 
Otherwise their condition appeared excellent. 

Closeup of FG pipe. 
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Installation process of FG reliner. 

FG reliner in place after 1 year. 
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6. Spiral Ribbed Coated Steel Arch (ST) 

Two ST reliners were installed in corrugated metal arch culverts in 
exit ramps at NB 191+0.22 (42 11 span X 58 1

) and at NB 195+0.45 (35 11 

span X 47 1 ). Relining was accomplished by pushing a section at a 
time. Individual reliner sections were joined by wrapping a steel 
band around the joint and securing both sides with self tapping sheet 
metal screws. Although these 2 sites were successfully relined, the 
pushing of the reliners was very difficult. The ribbing on the 
reliner caught on the rivets and corrugations of the old culvert. In 
fact the end section of an old culvert was pushed out of the ground by 
a reliner that got caught on it during the pushing operation. The 
contractor found that ST reliners were the most difficult and time 
consuming to push on the project. 

One site had an over run and the other an under run on grout 
quantities. Both were within 8% of the estimated grout quantity. At 
both sites there was leakage of grout into the interior of the reliner 
at joints. The inspection one year after the contract revealed that 
some of the coating had debonded from the end of the reliner and that 
some grout remained inside the reliner. Otherwise the reliners were 
functioning well. 

It should be noted that in spite of the difficulties with this reliner 
option it does allow existing arch culverts to be relined with a 
minimum of capacity loss. 

Closeup of ST reliner. 
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View of installation operation. 

Old culvert end pushed out of ground. 
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Debonding of coating at end of reliner. 
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7. Cured Resin Impregnated Felt Tube (RIT) 

A total of 4 RIT reliners were installed in existing culverts at NB 
166+0.09 (18 11 diameter X 63 1

), at NB 185+0.00 (35 11 span X 184'), at SB 
entrance ramp 191+0.24 (43 11 span X 46 1

), and at SB exit ramp 191+0.52 
(35 11 span X 50 1 ). This relining technique is considerably different 
than other techniques, requiring a specialized crew to do the 
installation. 

The RIT was initially flexible, similar to an "inside out sock". The 
open end of the "sock" was fed down into a vertical pipe the bottom of 
which ended in an elbow near the end of the culvert to be relined. 
The open end of the "sock'' was attached to the elbow end. Then as hot 
water was pumped into the vertical pipe, the sock was forced into the 
old culvert and was turned ''right side out'' in the process. Enough 
heated water was pumped in to push the "sock" through the entire 
existing culvert and to cure the resins impregnated in the "sock". 
All 4 installations on this project were basically completed in 3 
days. Three RIT reliners were installed in existing arch pipe. These 
reliners conformed to the arch shape closely so very little hydraulic 
capacity was lost. 

Because some old culverts were considerably out of shape some minor 
grouting was required on RIT reliners. However, one reliner was not 
sized correctly and required 24 cubic feet of grout. The post 
construction inspection revealed small end cracking in the reliner at 
the NB 166+0.09 site. All other sites appeared in excellent 
condition. This :method of relining is quite expensive, comparable to 
the remove and replace option. It is probably better suited to urban 
rather than rural environments where space and disruption 
considerations are critical, or to locations that cannot withstand a 
reduction in hydraulic capacity. 
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RIT "sock" before installation. 

Installation setup for RIT. 
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End of RIT "sock11 reaching end of culvert. 

Completed installation. 
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D. CULVERT JOINT REPAIR 

1. Joint Void Sealing and Filling (Seal & Fill) 

The Seal & Fill option was planned for 6 sites but was executed at 
only the 4 sites with the worst joints because of quantity over runs. 
This repair method was performed on 30 11 and 36 11 diameter reinforced 
concrete culverts at NB 187+0.92 (4 joints), at SB 192+0.70 (6 
joints), at NB 192+0.70 (12 joints), and at NB 199+0.50 (17 joints). 
After cleaning, the work consisted of sealing open joints with a 
rubber seal held in place with expandable steel bands then pumping a 
two component chemical grout into the void behind the seal. Voids 
behind joints received from 1.1 to 12.8 gallons of chemical grout. 
Once placed behind the joint seal this chemical grout expanded into 
the void and solidified. Two to four people worked at sealing joints. 
A pump operator and two laborers performed the sealing. 

The fitting that combined the two grout components and directed them 
through the seal tended to clog up as the operation moved from one 
seal to another. A considerable amount of time was lost keeping these 
fittings clean. Samples of the combined chemical grout were taken by 
the Mn/DOT field inspector. As these samples were left exposed to air 
they continued to shrink. This raises a concern about the long term 
void filling performance of the chemical grout. The Seal & Fill 
operation cost $1500 per joint plus $17.50 per gallon of grout placed. 
The post construction inspection of the treated joints was 
inconclusive because of the inability to inspect the voids and the 
fact that water was flowing through the culverts. From the culvert 
ends it appeared that the seals were remaining in plac~. 
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Chemical grout pumping operation. 

Interior of sealed and filled culvert. 
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2. Joint Sealing (Seal Only) 

The Seal Only option was originally planned for 3 sites but was 
eliminated at two sites because the planned quantity of work was 
reached at the one site (NB 194+0.40) with the worst joints. After 
the joints were cleaned the following 4 joint sealing methods were 
used on 6 joints each in the 84 11 reinforced concrete culvert: 

a. A silicone joint sealant over a backer rod. 

b. An activated oakum process distributed by Avanti 
International. 

c. An open celled backer rod treated with a 3M chemical. 

d. Metal ties were placed across 3 joints on each end of the 
culvert. 

From the construction inspector's notes: Method a. was the easiest 
and appeared to give the best seal. Method b. seemed to work alright 
but required more work. Method c. proved somewhat difficult because 
the backer rod would not stay in place at the top of the culvert 
joint. Method d. is not really comparable because it is meant to hold 
the joints together, not seal them. 

Water was flowing through this culvert during the post construction 
inspection so results are inconclusive at this time. 

Silicone joint sealant over a backer rod 
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Activated oakum sealant. 

Open celled backer rod treated with a 3M chemical. 
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Metal ties to hold joints together. 
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V. RECOMMENDATIONS 

A. Culvert relining can be a viable, inexpensive, and minimally 
disruptive alternative for culvert repair when cross sectional area 
reduction is allowable. Mn/DOT should use it more often. Some of the 
following recommendations and previous text further define how to best 
accomplish relining. 

B. Reliners with smooth exteriors should be used whenever possible. 
Grout debonding is not considered a serious problem. Smooth reliners 
push through old culverts better than reliners with rough (corrugated 
or ribbed) exteriors and perform better hydraulicly. The most 
difficult push was a rough reliner going through an old corrugated 
culvert. 

c. Both smooth exterior polyethylene reliners proved to be relatively 
inexpensive, flexible, and easy to install. The use of larger size 
and arch shaped polyethylene reliners should be explored. Methods of 
maintaining the groutjreliner bond must be explored further with this 
option. 

D. This project showed that arch shaped reliners could be pushed into 
existing arch shaped culverts, thus maintaining considerable hydraulic 
capacity. Because old and new pipes were rough this proved to be one 
of the most difficult pushes, but other lessons learned on this 
project could reduce future difficulties. 

E. One of the biggest difficulties of the project was to correctly 
measure the size and shape of old culverts so a proper size reliner 
could be selected. Perhaps pipe deflection gauges or sized cleaning 
balls are tools that can be used to improve pre-design inspection. At 
any rate pipe cleaning needs to take place before the pre-design 
inspection. 

F. This project demonstrated that most reliners can be installed 
without specialized equipment or large manpower requirements. 
Cost savings realized by relining, as compared to replacing, could 
certainly justify the purchase of a department polyethylene fusion 
machine or pipe cleaning equipment. Mn/DOT maintenance forces are 
certainly capable of doing this type of work and should be encouraged 
to do so starting with easier relining projects. 
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G. Further post construction inspection is needed. The joint repair 
culverts need to be inspected during the next low water season and all 
project culverts should be reinspected periodically. 

H. Grouting should be done in two stages to avoid reliner floating. 
This makes for better culvert geometry. 

I. The inlet geometry can be improved by placing mortar in a taper at 
the entrance to the culvert, thus eliminating the abrupt vertical end 
of the reliner. 
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APPENDIX A 

PRELIMINARY CULVERT INSPECTION 
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NB 128HOO 94 
NB 1311+00 10! 
HB 1526+00 59 

5860-0b 19!.10 liB 1572+03 236 
5880-0b 191.l2 RAMP J 1573+06 48 
mO-O! 19i.22 NB 1573+00 54 
5o80-06 191.39 N8 1582+00 56 
58oO·O! Hl.45 RHXP N 1584+95 52 
5880-06 191.54 NB 1590+00 70 
5880-06 191.70 liB 1!00+00 62 
SEB0-06 192.70 N8 1654+00-175 
5880-0! 194.40 NB 1742+45.7 206 
5880-0b 195.10 HB 1780+05 188 
588Q-06 115.45 RAMP P 1796+50 48 
5880-0b 195. 1! RAMP S 1809+94 52 
5880-38 191.50 N& 2011+30 1!8 
5880-38 203.61 NB 1226+60 52 
0980-2b 231.85 HB 6257+76 112 
0980-26 232.08 NB 62b4ti7 58 
0980-26 234.11 NB W9t20 86 
5880-34 lb7.1l 58 299+50 74 
5880-17 168.91 SB 391tl5 56 
5880-17 171.48 SB 52lt00 52 
~880-17 172.31 SB 570t80 54 
5880-17 173.60 SB 610t00 70 
5881>-17 171.04 SB bt3+00 ~6 

5880-17 175.11 58 719+53 64 
5880-17 175.30 SB 729+00 14 
5880-17 !JU! 58 745tb5 70 
5880-17 177.70 SB 859+00 66 
5980-17 178.13 SB 882t00 66 

5880-119 1iS.4 SB 896+00 82 
5SB0-17 m.so sa m+oo 62 
5860-17 171.84 58 972t00 58 

CULVERT REXEVAL, T. H. 35 
R, JOKI 

5880-02 180.21 
5880-02 181.52 
5890-02 185.75 
5880-02 194.82 
5880·06 Ill. 24 
saso-o• nu2 
5880-0I> m. n 
5880-38 203.bS 
0960-26 234.18 

RA~P 995+95 102 
SB 101>1+25 M 
S8 1284+53 84 
SB 1341+00 66 

RAIIP K 1573+50 46 
RAMP H 1584+94 52 

58 1707+00 68 
sa 2226+27 58 
SB 6425+00 135 

CULVERT RENEUAL, T .H. 35 
H6E 1 

18 CHP 
18 CXP 
IS CXP 
1B C~P 

18 CXP 
18 CXP 
18 CRP 
30 RCP 
24 RCP 
30 CHP(Hl 
58 CXPA(A- B l 
30 CMP 
21 C~.fA 

22 CHfA 
22 .c~PA 

35 CM?A 
30 CRP 
30 RCP 
29 CXPA 
% CSSPA 
50 CIIPA 
29 CHPA 
29 Cr.PA 
36 CHPA 
29 CMPA 
29 cr.FA 
36 RCP 
84 RCP 
60 RCP 
43 CMPA 
43 WA 
30 RCP 
24 CX?(A-B) 
IS CRP 
18 RCP 
IS C~P 

18 CMP 
24 RCP 
18 RCP 
48 RCP 
30 cr.PIA-Bl 
58 CMPA 
48 CMP[A-B) 
19 RCP 
58 CMPA 
30 C:ll' 
30 CMPIA-Bl 
30 m 
18 CXP(A-Bl 
18 CIIP(A-Bl 

24 CliP 
22 CIIPA 
JO CMP 
36 C11PA 
43 CHPA 
36 CXPA 
Jb RCP 
24 CRP[A-9) 
18 CHP 

RUST, iOTTGM OUT 
RUST 1 BO!TGH OUT 
RUST 1 POll CM OUT 

RUST 
RUST 
RUST 
RUST 

JT. SEP. 
JT. SEP;SAFETY GRATES 

RUST 
kUST 
RUST 
RUST 

19,20 ROLl 1 
21,22,23 f.Oll I 
24,25 ROLL I 
1,2,3 ROLl 2 
415 ROll 2 

ROLL 2 
ROll 3 

YES;l!H. 1AilxH;V1C. D. BlK;NEED l-SECl 
YE5;llH. WlRH;PlCTURE I l 2 
YES;HUCH TAilRH;VTC. l-OVER/D. BLK. 

VIC. D. BlK. 

m.so m.oo 
965.70 963.70 
m.Jo m.1o 
97a.so m.so 
m.zo m.ao 
lbO.JO 951.70 
m.IO !!4.90 
m.to m.1o 

8,9 
9,10 
11,12 
13,14 

ROll 3 m;PVT, DliTF.ESSED;mE HEDif.H loB.iO 9lB.40 
ROLL 3 sm. PVT. DISTRm !54.10 m.JO 

m.10 9lB.IO 
YES;KUCH H1lRH;USE NOH-FUSION JT5. 9~5.7 995.4 

15,16 ROll 3 PVT. OISTRES:Ou 
YES;USE 14' P .E. SHTH RHO OR f!EEfiSLS 1015.!0 1015.00 

1013.;0 1012.SO 

.om 981.2! 

.oo6l m 

.om m.21 

.0019 970.1 

.om %1.7 

.OOll 96l 

.oooo m.! 

.oooo m.5J 

.OQJ2 !001.)1 

.0017 1019.21 

.0119 101!.7 
BOTTOM CUT 

RUST 
RUST;BO!TOH OUT 

RUST 

YES;DES FC XED lNlS (IS' CHP) mwF 615 1051.$ W18.B .009/.017 1055.05 

JT. m 
RUST 

RUSTED THRU ! !Hl. 
RUST, BOTTOM CUT 
RUST 1 BOTTOM OUT 

RUST 
RUST, BOTTCX OUT 

RUST 

JT. SEP;MED. C.B. 
CONC. LARIHAT1H6 

JT. SEP;oOLF CREEK 
RUST 
RUST 

JT. SEP 
RUST 

RUST lHRU INL. 
JT. SEP 

RUST, 80110K OUT 

19,20 

14,15 

1,5 

RUST 17,18 
JT. SEP;SAFETY GRATES 718 

JT. 1NF1LT. PANELS REP. 5,6 
JT. SEP; E APRON ROTTEN 71 B 

PANELS CRKS, RUST 3, 4 
RUST S,~ 

RUST 3,4 
SEV. Jl INf!Ll 15,16 

•usr 1,2 
RUST 1,2 

PVT. DISTRSD 13,14 

YfS;HUCH ~AllR~ 1033.9 JOB3.3 .0053 1013.57 
ROll l YES; RElAY 1ST l JT5 LT & 1ST J JlS Rl 1091.20 1010.70 .OOU llOl .S1 

ROLL 4 

ROLL 2 

ROLL ~ 

ROLL 1 
ROll J 
ROLL l 
ROlL 5 
ROLL 3 
ROLL 5 
ROll 5 
ROLL J 
ROll 5 
ROll 3 
ROLL 1 

tm .oo 101a.so .ooa• 1oau 

YES;REPlACE 1o:uo 1~suo .oou ma.12 
YE:i;JNSERT OR REfLACE;CX H'fuRAUUCS 
TES;1N5ERi OR REFLACE;CY. HY&;liEEO 1-S 

10b3. 10 10bl.Eo .om I06U2 

YES;UH. iR;lNW<T OR REPLACE;HEED l-5 
YES;USE 16' P .E. SMTH RHD OR FlbERGlS 
YES; INSERT P.E. OR FIBER6lS 
YES;RELAY 151 3 JT5 Rl I 1ST 5 J1S LT 
m;mAIR 3 J1S EA END; DRill I liE 
YES;REPAIR 4 JlS EA END;E APfiON ROllEM 
YES;CK Hnl\AULICS 

YES;REllovt IRELAY 2 END SECT EA END 

1064.~0 

tm.3o 
!Oil .20 
1087.00 

106UO 
1071.70 
I07UG 
10<!.00 

1101.20 1101.10 
lllUO 1126.60 
10iO.b3 1010.00 
1053.39 1083.20 
1105.10 1101.10 
1117.70 1117.~0 

105l.SO 1054.00 
1055.00 1055.00 

Y£S;REI.!NE RD~Y PART;RECONST lHSLPE PkRT !li9.!2 Jl5l.OO 
PVT D!STnE!S;JNP CULV SAL'/A6A~lE 1152.50 1179.90 

YES; REWE 1137.SO !m.50 
m.ao m.lo 

YES;REUME;l'VT REPAIRED 
RELAY 1ST 3 JTS W m 
PVT REPRD;PANHS CRKII 

lnPALED BY MISGUIDED SOILS Ci\EV 
PVT REPRD;PANHS CRKD 

ltS;RELINE;Il!lCH TAJLRM 
PVT REPRD;PANElS CRKD 

Jl lllf!LTRAT!OH;REPlACEO IN 19H 

1sa.oo m.1o 
m.1o m.4o 
!15.70 915.30 
m.oo 954.00 
m.oo 959.50 
!IO.lo !oO.J~ 

m.~o m.7o 
m.oo m.ao 
m.vo m.1o 
918.70 !68.70 

.oo~.~ IOo7.51 

.0107 lOiS.; 

.om !OSI.el 

.0143 
.OO!S 
.0000 
,0031 
.~010 

.0108 

!Ol¢.3 
l!Oo.19 
llll.l5 
uou; 
1102.35 
1107.31 

.0058 1121.64 

.0107 1073.11 

.0000 I05Y.04 
IJB3.45 

,0418 li8U5 
.om 1114.27 
.om m.s 
.0018 %2.95 
.0189 947.7 
.0011 m.bl 
.0000 !!O.l 
.om m.1 
.0000 Y67.25 
.0015 %0.3 
.0029 %5.51 
.0030 974.!9 
.oooo m.o2 

m.79 JT. INfiLTRATION 
RUST 
RUST 

617,8 ROll I 
3,4,5,11 RCLL l 

PAms em m.zo m.&o 
PVT REPRO;PAHEL em 985.50 !Sl.JO 

.0258 

.om 
9SS 

m.I 

YES;UK TA1Li~:NEED X-SECT m .10 99&.50 1 
1 

RUST, BOTTOM OUT 
RUST I, 2, 9, 10 ROll I YES;REllllE:SNAPTITE OR BUT WELD 1017 .!0 1016.80 

I RUST, BOTTOM OUT 
l RUST 1 BOTTGH OUT 

2~ ,25 ROLL 2 m:HtH:H lAJLRN;RELINE !CSUO !083.90 
YES;REL!NE:CK HYD:INL SANDSA66ED 1067.70 IOU.50 

2 RUST 22,23 
1 RUST 18 119 
2 SEVERE JT. INFILTRATION 16,17 
2 RUST 12,13 

ROll 2 YrS;REUN£;0: HYD;NEED 1-S 1063.80 1062.70 
ROLL 2 VES;REUME;iEED 1-S 1070.90 !0111.10 
ROLL 2 1118.40 1118.40 
ROLL 2 PANEL em 1051.00 10ROO 

I RUST 1 BOTTOM OUT l 0, 11 ROlL 2 lli:REL1N£ l«t~DHAY PART;RECONST INSLOPE 1153.80 Jl3o.10 

19-Nov-98 

A-1 

,0029 1009.75 
.om 1021.oa 
.0107 1093.!1 
.0030 !073 
.om 1067.!& 
.om 1081.81 
.oooo mus 
.om !Ol~ 

1157.75 

2.7 
2.3 
3.4 
7.5 
u 
2.1 
u 
2.1 
1.5 
2.2 
2.9 
2.1 
1.l 
5.0 
8.9 

11.1 
.3 

!.5 
15.7 
2.0 

4.0 
9.1 
I.! 
l.O 
3.1 
J.l 
4.0 
2.3 
3.0 
2.0 
4.5 
3.4 
J.S 

3.1 
2.5 

10.8 
2.7 
6.8 
3.1 
2.0 
3.3 
5.3 
u 



APPENDIXB 

DRAINAGE CHART FROM PLANS 



STATION 

221•20 

2\4100 

1l!100 

l!!t9l 
10))100 
I14lt00 

1284100 

Ill !tOO 

1391+00 

1573+0! 

!573+00 

~ 
159095 

1590+00 

1!00+00 

1!5\IOD 

1742•H 

l780t05 

171!!)0 

IS0!! 54 

1D1H3D 

!157+7! 

!2!4171 

111!•10 

l!!>Y5 

570•80 

719+00 

8!!100 

10!1!25 

128\151 

Il4!100 

!lll+lD 

1584111 

1!54+00 

I707•00 

6<25+00 

DRAINAGE CHART 

REF .PT. 

l!l.!O 

1!1.0! 

W.lO 

!!8.89 
IBL70 
!85.00 

!Bl.Jl 

!Sb.Bl 

197.92 

111.12 

!91.22 

19!.45 

I91.54 

l!l. 70 

I92, 70 

I!UO 

m.1o 

195.45 

l!l.71 

199.50 

131.85 

m.o8 

m.YI 

!!8.!1 

!72.3I 

175.10 
178,10 

IBl.l2 

m.7l 

I8!.81 

19!.11 

191.52 

m.Jo 
113,75 

lli.YB 

APPRO!, 

ROADWAY E!ISTINS STRUCTURE 
OVERfiLL 

Ill 
FEET 

N.B. 0!' l 18' CNP I 2 APRONS J,) 

H.B. !1' l 18' CnP • 1 APRONS 3.1 

u. 6l' ! IS' CHP ' l APRONS 3,3 

u. l!' ! 21' RCP t 2 APRONS 2.4 

N.B. !1' I 21" cnPA I 2 APRONS 2.7 

H.B. 181' J 35' CHPA I 2 APRONS 3.4 

H.B. 94' l 30' CRP < 1 APRONS ),l 

N.B. !0' ! 30' RCP t 2 APRONS 3.4 

u. 10!' I 30' RCP + 2 APRONS 9.4 

RAMP J 48' I 49" CKPA I 2 APRONS 1.I 

H.B. 54' ! ze" CKPA + 2 APRONS u 
RAKP H 52' ! 35" CKPA + 1 APRONS 2,! 

H.B. 70' l ze" CKPA t 1 APRONS 2.1 

N.B. !2' ! 2 e" CRPA t 1 APRONS 2.5 

u.a. m' l 36' RCP I 2 APRONS 5.5 

u. 206' I 14' RCP I 1 APRONS 8,9 

N.B, 198' I !0' RCP + 2 APRONS 14.1 

RMP P lB' l 42" CKPA I 2 APRONS 1.5 

RA~P S 51' I 4 z" CXPA t 2 APRONS 3.1 

N.B. 168' ! 30' RCP + 1 APRONS I5.7 

N.B. 1~2'! 18' m t 2 APRONS 2.3 

N.B. 58' I I8' RCP I 1 APRONS 4.0 

N.B. 86' I 18' CMP + 1 APRONS 9.1 

S.B. l!' ! 11' RCP I 2 APRONS 3,0 

s.a. 51' I 18' RCP I 2 APRONS 3.1 

S.D. II' I 18' RCP + 1 APRONS 2.0 

s.a. 82' I 30' RCP I 2 APRONS 2.1 

5.1. !4' I 21" CKPA I 1 APRONS 1.7 

s.a. 81' l 10' CMP I 2 APRONS !.8 

S.l. W ! 35" CXPA + 2 APRONS 3.1 

RAMP K 46' I~Z" CMPA 1 1 APRONS 2.0 

RAMP H 51' l 35" CMPA I 2 APRONS J,I 

s.a. )0' l J!' RCP I 1 APRONS !.3 

s. B. !B' I l6' RCP t 2 APRONS 5,3 

S.D. lll' ! 18' CMP • 2 APRONS 2,! 

Ill OVERFILL IS DEFINED AS THAT DISJANCE FROM THE 

TOP Of THE CULVERT TO THE TOP OF THE PAVEMENT 

{ll RIPRAP I5' THICK 

RE~OVE RE~OVE 

APRONS PIPE 
TYPE 

!.D. 

EACH UH.FT. I~CHES 

1 IPEPLHJ !l.Ol! 

JRIT -
1 IPEPLBFJ 15.01! 

lfPL 10.800 

1 !PEPLHJ ll.llS 

1 , R!T -
2 ICPPLS( 11,400 

2 !0 RCPA H' 

IPJSS ! JTS 

2 JPCSRSPL 42.000 

1 IPEPLKJ 1!.891 

1 IFPL 20.800 

2 JPVCPLR I7.650 

2 !CPPLSI ll.OOO 

IPJSS !JT5 

SPJTS 5 JTS 

SPJTS 5 JTS 

1 IPCSRSPL 35.000 

2 IPVCPLR 23.500 

IPJSS B JTS 

2 IPEPLBFJ 15.01! 

1PEPLBFJ 15.01! 

2 IPEPLBFJ 15.01! 

IFPL 20.800 

SPJTS ! JTS 

IPEPLBFJ I5.01! 

IPJSS b JTS 

1 IPEPLKJ Il.llB 

2 ICPPLSI 14.400 

2 b! RCPA 44' 

2 IRIT -
1 IR!T -

IPJSS ! JTS 
IPJSS !JTS 

2 1PEPLBFJ Il.Ol! 

PROPOSED CO~STRUCTIOH 

LENS!~ APRONS 

L!N,fl, Sl!E TYPE 

6! 18' CHP 

!2 IB' CHP 

64 IS' CHP 

5! - -
!1 21

11 CHP-A 

IB1 35' CHP-A 

94 lO' CRP 

!52 H' RCP-A 

- - -
49 49'' CKP-A 

54 2.811 CKH 

ll 35" CKP-A 

70 ze" CKP-A 

!1 28" CHH 

- - -
- - -
- - -
48 42" CXP-A 

52 4~, CKP-A 

- - -
142 I8' CXP 

sa - -
9! I8' CRP 

5! - -
- - -
H - -
- - -
!I 21' CMP-A 

84 30' CMP 

151 H' RCP-A 

H 4Z CMH 

51 35" CXP-A 

- - -
- - -

135 18' CXP 

RAND OK 

RTPRAP 

CLASS ITT Ill 

EACH CU. YD. 

l 
1 l.B 

2 

-
2 

1 

2 

1 

2 !4.3 

1 

1 8.1 

1 
2 

2 s.a 
1 

2 3.8 

-
l l.B 

-
-
-
2 

l 

I 

l 11. I 

2 

l 3.8 

REMARKS 

SOR•JU 

IN'IERSIO~J LOW POINT 

SDR • Jl,l 

6RAV l! PSI 
6RAV l! PSI 

INVERSION 

TWO LINES 

REPAIR CONC, PIPE JOINTS 

ARCH PIPE LINER; LOW POINT, 14GAGE 

LOW POm, SDR • 32,5 

6RAV 3! PSI 

REPAIR CONC, PIPE JOINTS 

REPAIR CONC. PIPE JOINTS 

REPAIR CONC, PIPE JOIXTS 

ARCH PIPE LINER; 14 GAGE 

REPAIR CONC, PIPE JO!HlS 

INCLUDES I FAB. 30 DE6. ELL! SOR • 31.5 

SDR • 31.5 

SOR ' 31.5 

GRAY 3! PSI 

REPAIR COHC. PIPE JOINTS 

SDR • 32.5 

REPAIR COHC. PIPE JOINTS 

SDR • 31.5 

TWO LINES 

INVERSION: LOW POIHT 

INVERSION! LOW POIHT 

REPAIR COHC. PIPE JO!MTS 

REPAIR CONC, PIPE JOINTS 

INCLUDES I FAD. 30 DES. ELL; SOR , 31.5 

LEGEND 
C .. P ~ CORRUGATED METAL PIPE 
RCP - REINFORCED CONCRETE PIPE 
CMPA - CORRUGATED METAL PIPE ARCH 
IPEPLBFJ - INSERT PE PIPE UNER, 

BUTT FUSION JOINTS 
IFPL = INSERT FIBERGLASS PIPE LINER 
ICPPLSI - INSERT CP PIPE LINER, 

SMOOTH INTERIOR 
IPVCPLR - INSERT PVC PIPE LINER, RIBBED 
IRrT = !!WERT RESIN IMPREGNATED TUBE 
IPCSRSPL = INSERT PC-SRS PIPE LINER 
IPJSS - INTERNAL PIPE JOINT SEALING SYSTEM 
SPJTS = SEAL PIPE JOINTS 
IPEPLMJ - INSERT PE PIPE LINER. 

MECHANICAL JOINTS 
RCPA - REINFORCED CONCRETE PIPE ARCH 



APPENDIXC 

SAMPLE CULVERT RELINING DATA SHEET 



CULVERT RELINING DATA SHEET 

Location: 
Reference Post (i.e., 185.66) = NB SB (Circle One) 

Type of Pipe (Choose one of the following.) 

CMPA Span = Rise = (inches) 

CMP Diameter = 

RCP Diameter = 

RCPA Span = Rise = 
OTHER: Please be specific and include dimensions. 

Type of Liner (Indicate Number) 

1) Polyethylene Butt Fusion 
3) Corrugated Polyethylene 
5) Fiberglass Liner 
7) Ribbed PVC Liner 
9) Internal Joint Sealing 

Other Information: 

2) Polyethylene Mechanical Joints 
4) Spiral Ribbed Steel Liner 
6) Corrugated Poly, Smooth Interior 
8) Insituforrn Liner 

10) Seal Pipe Joints 

Please 1nd1cate the date, the skill level and number of people in 
the crew, and the time required to complete the following 
operations. 

Clean the Pipe: 

Video Tape: 

Relining: 

Grouting: 

Joint Repair (if applicable) 

Video Tape (2nd take) 

Was traffic control necessary? 
If yes, what type? 

Yes No (Circle One) 

General Comments: (i.e., condition of the pipe, was it necessary 
to dig the backslope, was this a particularly difficult relining or 
grouting operation? Please indicate any unique environmental 
conditions and the date they occurred (i.e., cold weather, under 
water, etc.). Use backside of this sheet if necessary. 

C-1 



APPENDIXD 

ALTERNATIVE COST TABULATION 



44" Concrete 
arch pipe 

Polyethylene 
with butt 

fusion joints 
15" 

with mech. joints 
15" 

Fiberglass 
21" 

Polyethylene 
corrugated 

15" 
20" 

PVC RIBBED 
17" 
24" 

Coated steel 
35" 
42" 

Insituform 
17" 

35" span 22" rise 
43 11 span 27" rise 

COST ESTIMATE SUMMARY RELINING VS. REPLACEMENT 

Traffic 
control 

$5900 

Traffic 
control 

$263 

$263 

$263 

$263 
$263 

$263 
$263 

$263 
$263 

$263 
$263 
$263 

* were 
** Labor 

(adjusted to 75 foot pipe) 

CONVENTIONAL REPLACEMENT 

not 

Clean 
pipe 

Clean 
pipe 

$637 

$637 

$637 

$637 
$637 

$637 
$637 

$637 
$637 

$637 
$637 
$637 

Cost of 
pipe 

$7500 

RELINING 

Bid cost 
of pipe 

$1500 

$1875 

$5625 

$1125 
$1500 

$1500 
$2025 

$5625 
$6375 

$16500 
$22500 
$37500 

installed 

Labor 
Equipment 

$42720 

Cement 
grout 

$1058 

$1058 

$2565 

$3238 

$5137 
$4856 

& 

& equipment cost on relining 

D-1 

Cement 
grout 

$3,458 

$3833 

$9090 

$2025* 
$2400* 

$2400* 
$6163 

$11662 
$12131 

$17400 
$23400 
$38400 

was part 

TOTAL 

of 

COST 

$56120 

Labor & 
Equipment 

$514 

$425 

$825 

$542 

$1500 
$938 

** 
** 
** 

bid price 



APPENDIXE 

ALTERNATIVE TIME REQUIREMENT TABULATION 



TIME ESTIMATE RELINING vs REPLACEMENT 

CONVENT! ONAL REPLACEMENT 
(rural interstate 

Traffic Pavement Pipe Pipe Repave TOTAL TIME 
control removal removal replacement 

44 11 CONCRETE ARCH PIPE 
first lane & shoulder 8 hr 8 hr 8 hr 8 hr 8 hr 40 hr 

second lane & shoulder 4 hr 8 hr 8 hr 8 hr 8 hr 36 hr 
76 hr 

RELINING 

Cleaning Relining Grouting TOTAL TIME 

Pol:tethx:lene 
with butt 

fusion joints 
15 11 1.0 hr 2.30 hr 2.10 hr 5.40 hr 

with mech. joints 1.0 hr 0.75 hr 1.30 hr 3.05 hr 

PVC Ribbed 
24 11 1.0 hr 3.75 hr 1.88 hr 6.63 hr 

Coated Steel 
35 11 1.0 hr 2.00 hr 3.17 hr 6.17 hr 

42" 1.0 hr 3.00 hr 2.92 hr 6.92 hr 

Fiberglass 
20 11 1.0 hr 1.75 hr 2.70 hr 5.45 hr 

lnsituform 
17" 1.0 hr 5.50 hr 6.50 hr 

35" span 22" rise 1.0 hr 7.25 hr 8.25 hr 

43 11 span 27" rise 1.0 hr 7.25 hr 8.25 hr 

E-1 



APPENDIX F 

DISTRICT 8 RELINER INSPECTION NOTES 



9PR5383 Field Inspection Notes 5/13/91 Dave Johnson 

John Zollars, Art Bolland, and I inspected 20 culvert relining sites 
constructed in 1988 in District 8. All sites included smooth wall 
butt fused polyethylene (PE) reliners with grout placed between the 
reliner and the old culvert. The purpose of this inspection was to 
further investigate a concern raised by a 4/11/91 inspection of the 
1989 relining research project on I-35 in the Hinkley area. The 
concern was that smooth wall PE reliners on I-35 exhibited a debonding 
from the mortar headwall. We wanted to see if a similar debonding or 
any related problems were visible on older, but otherwise similar, 
installations. 

The air temperature was around 70 to 80 degrees F. Ten sites on TH 71 
between TH 14 East and TH 68 West were visited. All sites had 18 11 

reliners in 24 11 circular concrete culverts. Each exhibited 
longitudinal (typically 1.5'' total) and radial shrinkage (typically 
less than 1/4") with debonding. The inside of the reliners were 
tapped with a wrench and it sounded like debonding was present only at 
the ends, at the mortar headwalls. However, this conclusion was very 
subjective and could not be verified. Each reliner was grouted 
completely at one time rather than in two stages, so some floating of 
the reliners was observed. These ten sites were roughly at the 
following reference points (RP): 55.7, 59.4, 59.8, 60.2, 61.2, 61.5, 
61.7 1 62.2, 64.7, and 65.5. 

Ten sites on TH 59 from North of Slayton to TH 30 were also visited. 
Nine of these sites were 18 11 reliners in arch or circular concrete 
culverts. Each exhibited longitudinal (typically 1. 5 11 total) and 
radial shrinkage (typically less than 1/4") with debonding. Again the 
inside of the reliners were tapped with a wrench and it sounded like 
debonding was present only at the ends and some floating of the 
reliners was observed. These nine sites were roughly at the following 
RP's: 42.6, 42.8, 43.1 1 43.3, 44.4, 45.6, 45.9, 46.8 1 and 46.9. In 
addition at roughly RP 45.4 a 30 11 reliner was placed in a 36 11 circular 
concrete culvert. More significant radial shrinkage was observed at 
this site and tapping seemed to indicate that debonding occurred at 
least as far as I could reach inside the culvert. No floating was 
observed at this site but the reliner did appear to be slightly out of 
round 1 perhaps due to the weight of the grout above it. 

In summary, debonding was observed but may have been restricted to the 
ends for the 18 11 reliners. All twenty reliners seemed to be in good 
shape and fully functional after three winters in place. At this 
point in time there is no observable problem related to the debonding 
phenomenon. 
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