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EXECXJTIVE SUMMARY 

Current maintenance techniques for the repair of D-cracked c~ncrete pavements are 
costly and not very effective due to various reasons including the gradual progressiion 
of D-cracking distress. Bituminous patching is labor intensive, the repair rarely lasts 
for more than one year, and the resulting ride is usually poor.. In an effort to solve this 
problai?m two relatively new materials were used on a section of 1-90 in southvvestern 
Minnesota. Each of tlhese materials attacks the problem in a different manner. 
Silant~s were used in an attempt to retard the D-cracking process by protecting the 
pavement from ~moisti~re and chemical damage. The other material, high molecular 
weight (HMW) methacrylate monomers generally act as a "glue" to cement the 
fractu~~red concrete particles back together. 

Both materials were placed on 1-90 in southwestern Minnesota on three separate test 
sections.. Four silaners and three HMW methacrylates were used. Each test section 
varied in the extent of D-cracking present. Strategic Highway Research Program 
(SHRP) tests confirmed that some alkali-silica reactivity (ASR) gel was present but the 
cracking did not appear to be related to ASR. Also, the cracking pattern observed 
through core analysis was different than the bottom-up pattern usually observed in D- 
cracked pavements. Most of the cracking was taking place iin the center section clf 
the core.. 

Resullts to date indicate that the effectiveness of silanes in extending the service life c~f 
D-cracked concrete pavements is questionable. They appeared to reduce cracking in 
one test section but performed similar, or worse, than the corvtrol in the other two. 
HMW Methacrylates appear to be effective in holding a Dcracked pavement together' 
when the existing pavement hadl cracks wide enough for tlhe  material to penetrate. 
"Hairliine" cracks were! difficult for the material to penetrate and form a subs1:antial 
bond.. Sections with less severe cracking, both in width and quantity, at the beginning 
of the test, performed sirnilar 1:o the control. When effective, the HMW rnethacrylates 
held the pavement together for approximately 18 months. 

From this study, it appears that if IiMW rnethacrylates are applied at tlhe appropriate 
time within a paveme~nt life, they will extend the service life o'ff D-cracked pavements. 
Reaplplication of the HMW methacrylate, when new cracks dlci!velop, could extend the 
life of the pavement even further. At this time, silanes carrnot be recommended as an 
effective method to retard D-cracking. The above mentioned test sect.ions will 
contirrue to be monitored for long-term performance. 





FIELI::) PERFORMANICE 
OF 
HIGH1 MOLECULAR WEIGHT METHACRYLATE MONOMEERS 
AND 
SILANES 
ON A D-CRACKED, 
JOINTED REINF0RC:ED CONCREETE PAVEMENT 

Apprc:rxirnately 88 miles (142 km) of Interstate 90 in southwestern IMinnesota, Mn1BO-r' 
Di~t~i~::t 7, are known to contain D-cracking susceptible aggregate. Of these 88 miiles 
(142 lltm), approximatlely 41 miles (66 km) have either been reconstructed or overlaid 
with blituminous or unbonded coincrete. The purpose of this study is to see if the 
application of silanes or high molecular weight (HMW) methacrylate monomers could 
slow or repair the darnage caused to the concrete pavement from D-cracking on the 
remaiiining 47 miles ('7'7 k;m) of effected Interstate 90. Curlrent maintenlance and 
construction fixes an? costly, not very effective, usually rewlt in a poor ride, and 
interfere with traffic fllow. These new materials, if proven successf~u~, may offer a quiclk 
and relatively inexpensive rehabnlitation method for this type of distress when applied 
at the proper time. 

BACKGROUND 

Silanes 

Silane is a polymer that has two irnportant components, each with a separate 
role to play in resisting moisture and chloride intrusion.. The organic 
hydrocarbon component provides hydrophobicity and the alkoxy group 
component is responsible for bonding and penetratiing into the txncrete 
substrate. The! depth to which silane penetrates is dependant on the rnolecu~lar 
size of the silame particles, [porosity of the concrete, nnoisture and silica content 
of the concrete!, and pH of the concrete. The action of "capillary suction forcW 
is the main factor that provides for the high absorption rate, which normally 
exceeds the rate of evaporation. The penetration depth is important for 
resistance to wear and protection from degradation due to 1JV radiatilon. 



The material may be applied by brush, roller, or as was used on this pso,jecii, 
spray. The surface must be clean enough to allow the solution to penetrate 
into the concnt!te pores and capillaries. Traffic should not be allowed on the 
pavement until the treatment solutiion has fully penetrated and the solvent 
evaporated, normally within 20 to 45 minutes. 

The material is surface applied, therefore only the surface arid1 the areas thaf 
can be reached by open joints and cracks are protected from water and salt. 
D-cracking generally starts beneath the concrete pavement where moisture 
already present raises the degree of saturation of tihe coarse aglgregate to a 
critical level. Silanes are intended to protect concrete from water and chlorides 
entering from the surface, therefore it appears unlikely that any protection from 
the "bottom-upl" D-cracking phenomena will result. 

HMW rnethacrylate mo~nomers are intended to act ias a penetrating crack 
sealer. The louv viscosity material penetrates the arac:k, cures in place, and 
thus keeps water from further damaging the concrete by filling and cementing 
the crack back together. 

HMW rnethacrylates are applied with a brush, spriay, or squeegee, as was used 
on this application. Alplproxiimately 20 minutes afte~r the final application, the 
methac;rylate should receive a sand broadcast to insure good skid resistance 
Surface cure tirne under ideal conditions is approximately 3 to 6 hours.. 

HMW methacrylates cannot penetrate fine hairline cracks. Cracks need to be 
open and relatively clean forr the material to penetrate. Air ti sting is the 
recommended technique for cleaniing out the craclkrs. Sand blasting tends to1 
clog the crack.!;, and the moisture from water blasting unhrbits the bond. In 
addition, all bituminous patches should be removed before placement of the 
HMW rnethacrylate because it deteriorates the asphalt. The asphalt is sofierued 
in~tially and then appears to return to its origmal state after cure. 

ORIGINAL PROJECT CBND1'61C)NS 

The existing jointed reinforced concrete pavement was cerus1:ructed irn 1973 from Rf) 
45.4C163 to 58.012 and in 1974 from RF) 58.012 to 87.787. The pavement h-..- 1 inch 
(25.4 ~mm) diameter dowels, skewed joints spaced at 27 feet (8.23 m), anc 24 feet 
(7.32 ~m) wide. The pavement constructed in 1973 rests on 3 inches (76.2 rnm) of 
Class 5 and 3 inches (76.2 rnm) of Class 3 and the pavesnent constructed in 1974 IS 

on 6 inches ('152 mrn~:) of Class 5. Class 3 and 5 are dificrrent types sf MnIDOT 
aggregate base. 



Course aggregate for the this seci:ion of roadway typically contained a split ;aggregate 
complosed of quartzite for the 314 inch (19 mm) plus fractiam, and llirnestone for the 3/14 
inch (19 mm) minus fraction. The fine aggregate (sand) was; from various local 
aggrega,te sources arid does no't appear to enter into the D-cracking problern. The 
following table lists the course aggregate sources for each original cor~struci:ion 
project: 

Northwood, lowa 

Northwood, lowa 

Wallet-Esterville, Iowa 

Hallet-Esterville, lowa 

Hallet-Esterville, Iowa 

Esterville S&G, lowa 

New Ulm, WIN 

Siioux Fallls, SKI 

Siioux Fallls, SID 

Sioux Fallls- 
Dell Rapids, SD 

Sioux F'allls- 
Dell Rapids, SD 

New Ulm, MN 

TRAFFIC: 

The 1991 two-way AADT for this section was approximately 5850 with an HCADT 
(Heavy Commercial) of 1040. Tlhe 20 year one-way design lane CESALS from a 
nearby project on 1-90 was estimated to be approximately 8,Iii00,00(4., 

The HMW methacryla~te test sections were placed from 0c:i:cher 7 to 9, 19971. The 
silanes were placed on 1,-90 between October 14 and 19, 19191. Efach material was 
placed according to the manufac:twrers recommendations. The layout of tlhe test 
sections is shown in Appendix A. The HMW methacrylate test sections are shown in 
Figure I and the silarie test secl:io~ns are shown in Figure 2. All the materialls were 
placed by MnlDOT Maintenance personnel from District 7B, \Mndolm., The following 
test sections were co~nstructed: 



Location ---- Material !rbpplicatiori 

RP 47.6 to RF" 48.0 tIMW Methacrylate Distressed areas only 

RP 58..9 to RF' 59.3 HMW Methacrylate 1411 transverse joints 
and cracks 

RP 66.4 to RP 67.0 Slilane Entire tlriiviing lane 

RP 78.6 to RP 79.3 Silane tf ntire driiviing lane 

RP 81.6 to RP 82.0 HIMW Methacrylate Entire first four panels, 
then all joints and cracks 

RP 83.5 to RP 84.1 Silane Entire cfriviing lane 

Silaneg 

Weather - Sunny, windy. Hligh mid- 503, low mid.3eB1:;.. 
Preparation - Each section was shot blasted. (Exaiq~t for the last 100 feet (30 
m) of tlhe sectilcms on RP 83.5 -. 84.1) 
Application - Spray entire driving lane at the rates llisted beltaw. 

Materia! -- Rate --,. Coslt .---- Cost $ I lane mile 

Sil-act 1.25 ft2 1 gal $24.8O!'gal $12,165.00 
ATS 42 (3.1 lm2/ liter) ( $ 6 l l l i e r )  ($7,540.00 / km) 

Sil-act 125ft2/gal  $24.8Olgal $12,165.00 
Water Ehse (3.1 m2/ liter) ($6 . / l i e r )  ($7,540.00 i km) 

Enviroseal 125 ft2 / gal $1 7.801rgal $9,020.00 
(3.1 m2/ liter) ($4.'70/1liter) ($5,590.08 1 km) 

Fosroc 110ft2/gal  $38.00/gal $21,890.00 
Dekguard P-40 (2.7 m2/ liter) ($1 C1.04lAiter) ($1 :3,570.00 I km) 

Commer~ts -, The Fosroc Dekguard P-40 took or) a dark appeb, ance after 
,traffic and also exhibited some tracking. 



HMW Methacrvlates 

Weather - Partly cloudy, windy. High low 70's, low iir~ 40's 
Preparation - Air blast only KO remove loose material o m  surface. 
Application - A squeegee was used to spread the rnaterial after it was placed 
om the concrete surface with a watering can. All products were applied at the 
following rates. 

Locatiori/Csveraqe -- Rate 

RP 47.6 to (48.0 
Distressed areas only 100 ft / gal 
(2.5 feet (0.76 m) vwide) (26 m 1 liter) 

RP 58.9 - 59.3 
Joints or cracks only 66 ft / gal 
(2-2.5 feet (..61-.76 m) wide) (17 m / liter) 

RP 81 .Ei to 82.0 
Entire first four panels 130 ft2 / gal (3.2 rn2 B liter) 
Remainder 66 ft/gal (17 m / liter) 

Tlhe following cost information is for materials only. All labor and traffic control 
was completed by MnIDOT maintenance personnell. 

Product 
Cost/l-me Mile - Joints Only 

Cost -- ~Cost/L.ane krn ) 

Sika Pronto1 9 $83.75/gal $3470.00 
($22.13/liter) ($2 160.00)1 

3M 4R Concrete Restorer $70.00/gal $2900.00 
($1 8.50lliter) ($1 800.00)1 

Transpo T7OX $38.00/gal $1 580.00 
($1 0.04lliter) (:$980.00) 

Comments - The two part Sika product came in preproportionecl containers ;imI 
was therefore easier to mix, and it set quicker than the other products. The 
other products were three part and not prepraportioneul. A overnight lane 
closure was required to alllow the IHMW methacrylate cmough tirne to cure. This 
extended curing time was required because of the cool air temperature. 



METHOD OF RESEARCH 

The research portion of this project was based entirely or11 th~e visible observations of 
how the various products performed under actual field conditiions. The initial u)ndil:ion 
of the! test sedions viaried. Generally speaking, the initial seiverity of the D-cracking 
increased witlh increasing Reference Post. The conditiori of c?ach joint was  rated a:; a 
unit. Each joint was given a rating1 of low, medium, high or severe witlh high and 
severe cracking considered ias a failed joint condition. The ratings were based on the 
followiing definitions: 

Low - The characteristic staining and crack pattern of closely spaced fine 
cracks appear!: near the joints arid cracks. 

Medium - Low to moderate level corner cracks haws developed.. 

High - High severity spalling with loose material exists; in the affected area. 

Severe - Patchiing of spalls lhas occurred and considerable loosle material ex:ists 
in the joint area. 

The first formal rating of the products occurred on March 4, 1993, :ITYO second ion 
August 12, 1993, 17 i ~ ~ n d  22 months respectively after the application. Air ratings Mrerti? 
made by visual insps1c:tions of each joint. Several other viisit!; to the site to review 
performance occurred between October "191 and March1 19!33. 

R ES IJI ILTS 

The Fiigures showing the performance ratings are found in Appendix B for the silanes 
and Appendix C for the HMVV methacrylates. 

Location - RP 66.4 - 6'7.0 
1991 C:ondition - Some staining, just starting to D-crack, can see shading bu11R: 
no visible (open) cracks, 20 - 313% edge corner cracks. 

Comme~r~ts - 
1. SiXancs treated sedions have less rrmedium to severe cracking 
than control. (Figure 3, page B-I) 
2. Silane treated sedions have sligl'ntlly less high and severe 
c~~~ack~ng. (Figure 3, page B-I) 
3. The ilure rate lor all the sections,, lhiigh and severe cracking, 
appears ao be at a relatively slow rate. (Figure 4, page B-2) 



Location - RP '78.6 - 79.3 
1991 Condition - D-cracking just starting, not much st:aining, and faulting in 
initial stages. 

Comme!nts ,- 
1.. Silane treated sections have more medium to severe cracking 
than control. (Figure 5, page B-3) 
2!.. Silane treated sections have generally slightly more lhigh and 
s'evere cracking. (Figure 5, page B-3) 
3;. The failure rate for most of the products appears to increasrt? 
17 months after application. (Figure 6, page B-4) 

Location - RP 133.5 - 84.1 
1991 Condition - [I-cracking very visible, some corner breaks at center, and 
faulting apparent. 

Comments .- 
1. Silane treated sections have less nnec:lliurn to severe cracking 
than control. (Figure 7, page B-5) 
21. Silane treated sections have slightly more high 2nd severe 
uacking. (Figure 7, page B-5) 
3;. The failure rate ,for most of the prodlucls is very close to the 
cmtrol. (Figure 8, page B-6) 

A combined average of all silane test sections is shown in Figure 9, page 5.-'7. 
It shows that the sections treated with silane have approxim~ately the same high 
and severe cracking as th~e control. It also shows that the silane treated 
sections have slightly less medium to severe cracking. 

HMW Methacrylates 

Location - RP 47.6 - 48.0 
1991 Conditio~i - Slight D-cracking along joints, occasional clela~mination visiiknle, 
no large cracks, and corner breaks at 95 - 100% of joints. 

Comments -- 
1. HMW Methacrylate treated sections lhave slightly more high 
and severe cracking than the control. (Figure 10, page 6-1) 
2. The failure rate, high and severe cracking, appears to increase 
slharply 17 months after application. (Figure 1'1, page C-2) 

Location - RP !58.9 -59.3 
1991 Conditio~l~ - [I-cracking apparent, larger cracks, corner breaks at most 
joints, and 104% of center joint delaminated at intersection with transverse joint. 

Commernts ,- 

I.. HMW meth~acrylate treated sections have less high and severe 
cracking than control. (Figure 12, page 6:;-3) 



2'. The failure rate increases sharply ,for two HMW methacrylates 
1 :I months after application. (Figure 13, page C-4) 

Location - RP 131.6 - 132.0 
1991 Condition - C)-cracking very visible, some corner breaks at center, and 
faulting apparent. 

Comments .- 
'I. TWO HIMW methacrylate treated sections have much less high 
and severe cracking than the control. (Figure IM, page C-5) 
2. The failure rate ,for the HMVV methac~rylate treateu sections 
increases sharply 17 months after ay~pliic:ation. (Figure 15, page 
C::-6) 

A combined average of ail HMW methacrylate test sections is slhown in Figure 
16, page C-7. It shovvs that the sections treated with rnethac;;yiate k - ? 

generally less high and severe cracking than the coritrrcnl, with two prp cts 
performing at a higher level. It also shows that e\ren the best perfornmg HMW 
methac:ryllate treated sectwons have approximately 46% of the joints exhibitinlg 
high and severe cracking 22 months after application. 

Corinq 

The coring was complletetl on November 1, 1993. FTiive, five inch (127 mm) 
diameter cores were take~n ;st the following !ocations to determine the depth of 
penetration of the HM\W methacrylate into the cracAs ;and the! condition of thc: 
concrete pavement. All cores were taken over a I-iMtY methacrylate filled crack 
in the leave slab. (Except the mid-panel crack which was apr.-oximately 14 feet 
(4.27 n ~ )  from the previous joint.) 

Distance Fr~om F&covered 
Core Section Material Joint Edge! Length 

(RP) On) (in) (in) 

1 58.9 - 59.3 Transpo 1.75 
(44 mm) 

2 11 3 !dl 5.0 
(127 mm) 

3 I 1  Sik- 1.5 
(38 mm) 

4 81.6 - 82.0 Tmr rspc~ 2.0 
(51 mm) 

5 ,I Transpo Mid-panel 

16.5 
(419 m~m) 

8.8 
(203 mim) 
8.0 

(203 mm) 
16.0 

(406 mm) 
7.0 

(1 78 rnm) 

2* 
(5'1 mm) 

9 
(229 mm) 
2" & 2* 

(5'1 & 51 mm) 
9** 

(2129 m~m) 
9 

(:229 rnm) 
*Average length **Two pieces 



Core Descript&onq 

Core 1 - This core varied in thickness from 0 inches (0 mrm) to almost 4 
inches (1 82 mm). Parallel horizontal cracking spaced at approximately 0.75 
inches (19 mm) was observed at approximately the 2 inch (51 ~mm) depth. 
Cracking occ~~irretll through the mortar and the 0.75 nnch (19 mm) nnirlus 
li~mestone aggregate and around !he larger quartzite aggregate. This core was 
not drilled ta the Laottonn of the pavement. There was rubble to a depth of 
about 7 inches, ( I  78 mrn). 

Core 2 -, This core is probably the most interesting of the set. It is 9 inchel!; 
(229 mm) long with one !mall piece missing from the bottorri~ . Again there iis a 
definite Ihorizolntal cracking pattern starting at about the 2 inch (51 mm) depth 
and continuing to within II inch (2!5 mm) of the bottom.. Craczking again occurred 
through the mortar and the 0.75 inch (19 mm) minus limestone aggregate and 
around the larger quartzite aggregate. The cracking pattern is only aln the side 
of the core (120 degrees) near the joint, the other side has no 1crac:kimg. The 
cracks are rar~ldomly spaced from 0.25 - 1.5 inches (6..3 - 313 mm). Steel for the 
dowel bar bas,l<et was encountered at a depth of 5.0 inches (1217 rrn). 

Core 3 - This core was taken to full depth. Two pieces were removed intact, 
one from the bottom and one from the top, each varying in thickness from 1 ..25 
- 3.25 inches ((32 .- 83 mm). The remaining 4.5 inch (114 rnm) center portitsn 
came out of the hole as rubble. Cracking again occurred through the mortar 
and the 0.75 inch (19 rnm) minus limestone aggregate and around the larger 
quartzite aggn!ga"t. Steel for the dowel bar basket was enczounterecl. 

Core 4 - The entire 9 inch (229 rnm) core length was recovered from the 
pavement. This core was similar in appearance to (;ore 2 except the cracking 
was much more severe. Here, the core is broken in ' h ~ o  pieces in an almost 
horizontal plane at the 4.5 inch (1 14 mm) depth. The cracks are wider and1 
some material is missing but the pattern is similar to Core 2. The cracks 
almost extend around the circumference of the core (270 degrees). Crackinlg 
again occurred through the mortar and the 0.75 inch (19 mm) rninus limestone 
aggregate antl around the larger quartzite aggregate. 

Core 5 - This; core was taken at a mid-panel crack t.hat had k e n  filled with 
HMW methacrylate. Steel reinforcing mesh was encountered alt a depth of 3.0 
inches (76 rmm). 'The midpanel crack was the only cniick in the core. This 
crack extended vertically down to the steel where the crack widlth appeared to 
narrow and then disappeared in the next 2 inches (5'1 mm). Cracking again 
occurred through the mortar and the 0.75 inch (19 mmr) minus limestone 
aggregate antl around the larger quartzite aggregate. 



Each tme  was also examined for the presence of alkali-silica reactivity (Ash!) 
by the techniqlue developed by SHRP and contained rlrv the thn~dbook for the 
Identification c?I: Alkali--Silica Reactuvitv in Hiahwav Structure$, SI4RP-CIFR-911- 
101. E3y applying a uranyl acetate solution to a surface contaming ASR gel, the 
uranyl ion substitutes for alkali in the gel. When exposed in the dark using 
short wavelength (254 nano)meter) ultraviolet ligP :a clharacterisi:ic yellowish- 
green glow results. ASR gel fluoresces muclh mclre brightly than cement paste 
due to the grelater coritm~triatio~n of alkali. 

This technique also led to a method for determining the depth of HMW 
methacrylate penetration into the crack. It is very difficult tol de!termi~ne the 
crack penetraihn of HMW nnethacrylate from visual inspection. Even when the 
core was split at the crack it was difficult to see how far the imaterial had 
penetrated. Hlowever, when uranyl acetate was applied to title crack face arnd 
exposed to the UV light the depth of penetration c~coulcl be seen. The HMW 
methacrylate a~ctedl as a barrier to the reaction between the uramyl acetate and 
the alkali throughout the eniire concrete matrix re!;ulti~ig in a1 d? -ea with very 
little flu~orescerice. Areas, we dirt and grime haw? built up wr ,ound to 
react in the sarne way. C must be taken to dislmlnguish between the two. 
Surfaces such (as these rnmust be cleaned with tap water to insure the rernowl of 
any grime build-up. 

Each core was; broker) open at the crack using a hammer and 21 chisel. Uranyl 
acetate was alpplied to both exposed crack faces and the circuniferer~ce of ,the 
core. The following olbservations were made on each of the cores: 

Core 1 -- ASR gel was located on the surface of the larger voids, at two 
small aglgregates, and along the surface of several of the larger quartzite 
;aggregates. HlMW methacrylate penelratio~n variied with rnaxirrlurn 
 penetration at about '1.5 inches (38 mrn). The cracks in the core do not 
appear to be related to the occurrence of the ASR gel. 

Core 2 .- Again the ASR gel was located om the surface of thc. iarger 
voids, at a few small aggregates and around some of t%~e  larger quarltsitt? 
aggrega11:es. HIMW methacryrate penetratiomn varied to a rnaximum 
]penetration of 2 inches (51 mm). Under indoor llighting the HMW 
~methacqrlate appeared to have a slightly yeXXow hue. The cracks in ilhe 
core do mnot appear to be related to the occurrt ;e of the ASR gel. 

Core 3 .. ASR gel was limited to the surface of a few of' thr e 
quartzite aggregates. Penetration of the HIWIN rnethacrylatr; died frc~m 
0 to 2 inches (511 mm). Again, the cracks in the core do not appear to 
Ibe related to the oc:currence of the ASR gel. 



Core 4 ,- ASR gel was located on two small aggregates, on a large 
sandstone aggregate, and on the surface of the large! voiids. 
Penetration of the HMW methacrylate varied from 0 to 1.5 inches (38 
mm). The cracks i n  the core do not appear to be related to the 
occurrelice sf the ASR gel. 

Core 5 .- Uranyl acetate was applied to the surface of two sections sawn 
,from the core. ASR gel was located on the su~r'face of some of the brge 
quartzite aggregates. Penetration of the HMW rnethacryllate extended1 to 
a depth (of 3 inches (76 mrn), to within 0.25 iriclhes (6 mm) of the wire 
mesh reinforcing.. The crack; in the core is not related to the occurrence 
of the ASR gel. 

The results of the c~ r ing  indlicate that the depth of perletration of the HMW 
methacrylates varied from 0 to 3 inches (76 mm). 'Thiis may have been due lto 
the small size of the cracks and/or the presence of various precipitates within 
the cracks. The coring also revealed the varying ccaritliitions of the lpavement 
beneath the surface. Similar looking surface distress did not: always reflect in 
the condition of the core throughout its depth. This may have hiad an effect, on 
the relative perlfornlance caf the test sections. 

The cracking pattern observed in these cores was not ,the same! as other D- 
cracked concrete pavements. Typically, D-cracked pavements crack from the 
bottom up. Cares 2, 3, arid 4, all had more cracking in the center of the con?. 

CONCLUSIONS 

This study attempted Ito measure tlhe ability of silanes and HMW methiscrylates to 
extend the service life of known D-cracking pavements. Several different: 
manufacturer's products were used to determine if there would be any difference in 
perfor~mance. Based (on the data tallected to date, the following conclusions are 
made: 

1. The effectiveness of silanes in extending the sewice life of [)-cracked 
pavements is very question~able. They appeared to do the most good in the 
sections that had the least [)-cracking. Silanes performed similisr or worse than 
the control in tlhe sections with more advanced D-cracking. 

2. HMW Methacrylates appear to be effective in holdiing a Chxacked pavement 
together in certain cases. The section with the most advanced D-cracking 
before placeme!nt of the HMW methacrylates had a 40% reductiion in high arrd 
severe cracking over the 22 months. It is important for the cracks to be wide 
enough for the HMW methacrylate to penetrate and "'gllue" the c:onc;re!te back 



together. Our core examinations indicate that HMW methacrylate crack 
penetration varied from 0 tc~ 3 inches (76 mm). Core results also indicate that 
perforrnance may be related more to the original condition of the pavement than 
the effectiveness of the HMW methacrylate. 

3. The effectiveness of the HMW methacrylate appears to last about 18 
months. There is a sharp increase in high and severe crackirhg at this time. 
Reapplication of the product at that time may extend the service life another I ti! 
months. Trafi~c: levels must be considered when  using this product. Higher' 
traffic levels may red~~ce  the effective time period. 

4. The Transpo T70X and :3M 4R Concrete Restorer HMW methacrylate 
produds appear to provide the best performance. 'These products were clewly 
superior in peniorrnance to the Sik;a product when the HMW rnethacrylates 
were most effective (Figure 13). In addition, they were? less costly with tlhe 
Transpo T70X at less than 150% the cost of tlhe Sika.. 

5. HMW Methacrylates slholuld only be applied near the joints and cracks. IIIR: is 
critical that the! cracks are \ ~ i d e  enough for the material to penetrate. There 
appears to be no benefit to applying the product over the entire surface. 

6. If a minimum lane closure is desired both materials should be placed when 
both the air teniperature and the slab temperature is ;approx~inna~tely 70" F ( % " ' I 0  
C). The materials will cure much faster under these? cxmditisns. 

FURTHER STUDIES 

The Physical Research Section of Mn/UOTs Materials Research andl IEngineering 
Officx! will continue to monitor thesie test sections as long as they can for any 
additional performance information that can be gathered. An attempt to re-apply the 
HM\N methacylates should be maide as soon as possible to see if tha~t technique vsrill 
provide additional se~vice life to the pavement. We also would like to try new 
promiising products wch  as Transpo "T/C1-M HMW methacrylate. Silanes may give us 
some long-term benefit not apparent at this time, but from results to d,ate it appear!:!; 
that tlhe D-cracking mechanism will not be effected by this surface treatment. 



Appendix A 

Test Section L,ayout 





Flgure 1 .-- 1-90 Eastbound .----- - HMW Methacglate -,.--------- Test Sectlions 
t 

Trans po 3M Sika -- Control ? 

FiP 47,6 L---- Disit ressed areas only -+ IRP 48.0 

RIP 5 8 3  +---- All transvlerse cracks and joints IRP 59.3 

RP 81.6 *Entire first four panels then all joints and cracksc- RP €12.0 

All sections D-cracked, higher RP, poorer conditian of section. 

Figllure 2 - 1-901 Eastbound - Silane Te8t Se__ii 

Sil-clct SII-act ~osroc: Control 
ATS-42 Water Base Endraseat Dekguard 1FWI 

I) Typ. ' Typ. I 

R P t33,5 ,------- Entire driving lane C RP 84,, ''1 

Higher RP poorer original condition 
All sections in early stages of D-cracking, some staining apparent. 





A,ppendix B 

Silane Performance 





Figure 3 - Siilane --------- Test Sections - 

1-90 Eastbound 

Percent Crack:ing 



F@yre 4 - Siilane Test Sections ----. --- ----- - 

1-90 Eastbound 
RP 66.4 - 67.0 

Percent Hiigh & Severe Cracking1 

0 6 12 18 24 

Months from Applicatic 
Sil-act ATS42 Sll-act Water Base Enwiroseal 

.... -.-@- --fir-- o..- 

Fosroc Dekguard P-40 Control 
- * .-- -..#I.-. 



Fkure 5 - Silane Test Sections -.. - - - - - - - _ _ I -  

1-90 Eastbound 
RP 78.6 - 79.3 

Material 

Per cent Crack:in.g 
. . . . .  :;:i:{:i:{:i:$!!c r-'J . . . . . .  Low Medium 
. . . . . .  . . . . .  .................. ..:::::::::::::::j:j.: High L Severe . . . . . .  ...................... :. . . . . .  

Csndi1;ion as of August 12,1993 



Flgure 6 - ----- Siilane Test Sections 
1-90 Eastbound 

0 6 12 18 24 

Months from Application 
SII-act Am-42 Sil-act Water Base E~nvirosesll 

...... -.-B- - - & I - -  o... 

Fosroc Dekguard P-40 Control 
- + ..-- -...I.-. 



Figure . 7 - Siilane --.- Test Sections .. 
1-90 Eastbound 

Material 

Percent C,racking 

Crori&,tion as of August 2% 1993 



F ' u r e  8 - Siilane Test Sections ----. " ----- ---- --.-- 

1-90 Eastbound 
RP 83.5 - 84.1 

Percent High & Severe Cracking1 

Mantt~s from Application 

Fosroc Dekguard P-40 
- .+ --- 

Sil-act Water Base E~rrvlroseal 
--,A,-- ..."., 0.". 

Control 
-..I.-. 



Figure 9 - Siilane -.---- Test Sections 
11-90 Eastbound 

Average 
Material 

Sil-act ATS-42 

Sil-act Water Base 

Emk-oxeal 

Fosroc Dekguard P-40 

Control 

Percent Cracking 
............ 

..C. .... :.:.:.:.:... ..\... ......... Low Medium H0 
. . . . . .  . . . . .  :.:.:.:.;.:.:.> ............. ...... ~ g h  & severe . . . . .  

Coadiltion as of August 12,1993 





Appendix C 

HMW Methacrylate Performance 





Figure 10 - HMW Methacrylate Test Sections 
11-90 Eastbound 
RP 47.6 48.0 

Material 

Transpo 

3M 

Sika 

Control 

Percent Cracking 

Condition as of August 1% 1993 



Figure 11 - HMW Metihacrylate Test Sections --- 

11-90 East bound 
RP 47.6 - 48.0 

Percent High & Severe Cracking 

6 12 18 

Months from Applici~tion 
Transpo 3M Slka Control 
.-++ .. ..."". 0.. ... - + ... 



Filgure 12 I- HMW Methacrylate Test Section 
1-90 Eastbound 
RP 58.9 I= 59.3 

Material 

Trianspo 

3M 

Sika 

Control 

Percent Cracking 

Condition as of August 12,1993 



1-90 Eastbound 
RP 58.9 - 59.3 

Percent Hiigh & &evere Cracking 

0 I?i 12 18 24 

Montlhs from Appliication 
Transpo 3M Slka Control 

. ,  - . -A ...... 0 ...,. -- .* ..- 



1-90 Eastbound 
RP 81.6 - 82.0 

Material 

Tramp0 

3M 

Si ka 

Control 

Percent Cracking 
...................... . . . . .  ...................... Medium @= H. . . . . . .  . . . . .  . . . . . .  ........... .................... ~ g h  severe . . . . .  .... . . . . . .  ..'." '...Z:.i ....... '.','A'.'.'.: ....... . . . . .  

Condition as of August 12,1993 



Fiigure 15 - HMW Methacrylate Test Sections 
11-90 Eastbound 
RP 81.6 - 82.0 

Percent Hiigh & Severe Cracking 

0 6 12 181 

Months from Application 
Transpo 3M Sika Control 
--*if- .. ...... 0.. ,. . -. .+ ... 



Fiigure 16 - HMW Methacrylate Test Sections 
1-90 Eastbound 

Average 

Material 

3M 

Sika 

Control 

Percent Cracking 
.................... . . . . .  ............... ............ 1-1 . . . . . .  Low Medium ps H' . . . . .  . . . . . .  . . . . .  . . . . . .  . . . . .  :,:.:.:.:.:. ........... ........... ..!:::::: ~ g h  t severe 








