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EXECUTIVE SUMMARY 
 
More Minnesota projects across the state are using Superpave pavements for their roadways.  

Now into its seventh year of Superpave, Minnesota is seeing a decrease in the cost per ton of 

Superpave mixes and in the construction problems seen with earlier Superpave projects.  The 

amount of Superpave placed in Minnesota has more than doubled in five years, going from 

807,000 tons in 1998 to over 1,718,000 tons in 2002.  As the mix design becomes more 

common, the average cost per ton has decreased over 14% in the same time frame, from 

$30.58 to $26.34 per ton in 2002. 

 

The majority of the Superpave is wear course mixes, defined as the top four inches of the 

Superpave pavement.  Over 84% of Superpave in 2002 was wear course mixes and of this 

amount, over 92% of it was designed using the B-aggregate.  See table #1 for Mn/DOT 

aggregate sizing. 

TABLE 1  -  HMA Aggregate Designation 
 

Aggregate 
Designation Maximum Aggregate Size Nominal Aggregate Size 

A or 4 12.5-mm (1/2-in.) maximum 9.5-mm (3/8-in.) nominal 
B or 3 19.0-mm (3/4-in.) maximum 12.5-mm (1/2-in.) nominal 
C or 2 25.0-mm (1-in.) maximum 19.0-mm (3/4-in.) nominal 

 

For purposes of this report, the mix designation letter will be referenced when identifying 

Superpave mixes, and the mix designation number will be referenced when identifying Marshall 

mixes. 

 

Going almost exclusively to the B-aggregate represents a change by Mn/DOT for the designs of 

Superpave wear course mixes.  Earlier Superpave wear course designs utilized the larger C-

aggregate, but compaction and density related problems lead Mn/DOT to eliminating this 

aggregate size for wear courses in 1998.  Prior to that, the C-aggregate represented nearly one- 

third of the wear course mixtures, while the B-aggregate made up the remaining two-thirds of 

the mixes.  Currently, the smaller A-aggregate makes up the remaining wear course mixes and 

the C-aggregate is limited to non-wear course designs. 

 

The use of PG asphalt binder grades has fluctuated in Superpave wear course mix designs 

from 1998 through 2002, but it appears that the PG 58 binder is becoming the most common 

binder specified.  The PG 58 binder was specified in over 60% of all Superpave mixes, by ton, 

from 1998 to 2002, and represented 72% of the mixes by ton in 2002.  In 2000, the PG 58 
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binder was specified in 42% of the mixes, increasing to 52% in 2001.  The increase in PG 58 

could be traced to technical memorandum No. 02-06-MRR-01, titled “PG Binder Guidelines”, 

that recommends the PG 58 binder be used in a majority of the construction types listed for 

ESALs below 10 million.  The PG 64 asphalt binders typically make up the remaining 

Superpave mixes by ton, averaging 39% of the mixes from 1998 – 2002.  Its use has ranged 

from a high of 58% in 2000 to a low of 27% in 2002.  The first use of PG 52 Superpave was 

awarded in 1999 in district 7 on TH 169. 

 

On the low temperature grade of the PG binders, the PG -28 binders is the most common, 

representing 72% of the mixes by ton, in 2002.  For the composite years of 1998 to 2002, this 

binder has accounted for 66%, by ton, of the Superpave wear mix courses.  From 1998 to 2000, 

PG –34 made up the remaining Superpave wear course designs, but starting in 2001, PG – 22 

was introduced and in 2002, PG – 40 was used for the first time since the MnROAD test track in 

1999.  This has lead to a steady decline in the amount of PG –34 specified, dipping to only 23% 

of the mixes, by ton, in 2002.  Overall, for the five years composite total, PG –34 has been used 

in 33% of the Superpave wear course mixes.  PG –22 binders were first specified in 2001 and 

accounted for 12% of the Superpave wear courses by ton.  That percentage dropped drastically 

in 2002 to just 3% of the volume.  The minus 40 (-40) PG binders have had very little use in 

Mn/DOT let projects between 1998 – 2002, with less than 1% being used in any one season.   

 

The traffic level of Superpave wear course mixes has stayed consistent from 1998 to 2002.  In 

that time span, level 4 mixes (3 – 10 ESALs x 106) represent 52% of the total, while level 3 

mixes (1 – 3 ESALs x 106) represent 21% and level 5 mixes (10 – 30 ESALs x 106) represent 

18%.  Combined, these three traffic levels comprise 91% of the Superpave mixes.  

 

Mn/DOT began a tracking process in 2000 on the performance of twelve Superpave projects  in 

the state, with each project representing a unique design consideration for construction.  These 

sites are being monitored for cracking, rutting, strength and ride.  It appears that the Superpave 

projects are outperforming the non-Superpave pavements by cracking less, rutting less and 

cupping less at transverse cracks.  This information will be crucial as the long term cost 

effectiveness of Superpave is evaluated.   

 

Mn/DOT is also informally monitoring twelve Superpave sites within the metropolitan area on a 

regular basis.  Visual observations of these sites show no transverse cracking on TH 36, TH 10 

and TH 610.  Superpave overlays over concrete projects (I-494, I-35E & I-35W) have  
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reflective cracking coming through, but less cupping of these cracks makes for a better ride than 

the non-Superpave segments.  Rutting on the metro projects appears to be minimal and the ride 

is better than non-Superpave segments of the same highway.  
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CHAPTER 1 
SUPERPAVE 

 
The term Superpave (SUperior PERforming Asphalt PAVEments) refers to strict criteria for 

properly designing and building hot-mix asphalt (HMA) pavements to perform better under the 

extremes of temperature and heavy truck loadings. 

 

Superpave is a national effort to improve the performance of asphalt pavements in the United 

States.  The majority of states (42 states, Puerto Rico & Washington D.C.) have implemented a 

Superpave program. 

 

The basic recipe for Superpave is still aggregate and asphalt binder, however, Superpave is an 

engineered product.  Superpave design specifies higher quality aggregates and asphalt binders, 

which will perform in a wide range of seasonal temperatures. 

 

Asphalt pavements are typically designed for 20 years of service life, but it is not uncommon to 

see severe cracking and rutting well before that time.  Increased frequency of pavement 

maintenance, higher rehabilitation costs, and more work zones for motorists are required to 

mitigate these premature failures. 

 

The Superpave system primarily addresses two pavement distresses: permanent deformation 

(rutting) and low-temperature thermal cracking (transverse cracking).  Rutting results from 

inadequate shear strength  in the pavement during the heat of the summer.  Low-temperature 

thermal cracking is generated when an asphalt pavement shrinks and the tensile stresses 

exceed the tensile strength of the pavement during the coldest periods of winter. 

 
1.1 MINNESOTA SUPERPAVE 

Mn/DOT was involved with the construction of three Superpave projects in 1996, five in 1997 

and 32 in 1998.  In 1998, a total of 22 projects were completed and the remaining 10 were 

carry-over projects.  Mn/DOT has let approximately 20 Superpave projects per year since 1999.  

Several county Superpave projects have also been constructed throughout the state since 

1998. 

 

Many contractors did experience some problems during the initial implementation of Superpave.  

Density problems were the number one complaint in a 1998 survey of contractors.  Some 

Superpave mixtures that had problems meeting specifications were discontinued and other 
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successful ones were reused on other projects.  For example, the C-aggregate Superpave mix 

was eliminated as a wear course in the 1998 Mn/DOT 2360 specifications because of density 

related issues in the field and minimum lift thickness requirements for this larger aggregate. 

 

As the use of Superpave became more common in Minnesota, the contractor’s experience in 

working with product became better, and problems in placing Superpave have decreased 

steadily since 1998.  The biggest improvement in the construction of Superpave was in the 

paving train sequence.  While achieving minimum density still represents a contractor’s biggest 

challenge, the means of utilizing more rollers and rolling the asphalt sooner significantly helped 

to achieve specified density. 

 
1.2 MnROAD SUPERPAVE 
In July of 1997, MnROAD added two Superpave test cells; Cell 50 and 51, on its I-94 mainline.  

Both of these test cells consisted of a 4-in. thick Superpave overlay using a PG 58-28 asphalt 

binder.  They were placed over 9-in. of existing full-depth HMA on clay.  The only difference 

between the two cells is Cell 50 has a mix gradation through the restricted zone and Cell 51 has 

a coarse gradation mix.   

 

Through five years of service with approximately 3,000,000 ESALs in the driving lane and 

750,000 ESALs in the passing lane, the following observations are noted between Cells 50 & 

51: 

• Cell 50 (Restricted Zone) and Cell 51 have small amounts of raveling occurring. 

• Cell 50 (Restricted Zone) has better ride quality than Cell 51 with an average IRI of 1.48 

m/km versus 1.79 m/km. 

• Rutting is nearly identical in both cells, having rutted less than 3/16-in. since 1997.  

• There is no transverse or longitudinal cracking in either cell, except for one transverse 

reflective crack in Cell 51. 

 

In 1999, three Superpave cells were constructed on the Low Volume Road (LVR) of MnROAD.  

Each cell used a design of 0.3 to 1 million ESALs (Mn/DOT traffic level 2) and the MnPAVE 

program was also utilized for the structural design.  Each cell is 4-in. Superpave HMA over 12-

in. of class-6 granular base on a clay subgrade.  The only difference in the test cells is the PG 

binder grade used.  Test Cell 33 is constructed of a Superpave with a PG 58-28 asphalt binder, 

Cell 34 consist of Superpave with a PG 58-34 asphalt binder and Cell 35 consist of Superpave 

with a PG 58-40 asphalt binder.  All three cell’s mix design used the B-aggregate.  Each cell is 

instrumented with strain gauges, thermocouples and crack detection tape.  The goal of this 
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research is to gain a better understanding of low temperature cracks (thermal cracks) and to 

determine if the PG grading has a significant effect on the development of these cracks. 

 

Through three years of service and approximately 67,000 ESALs on the inside lane (80K) and 

46,000 ESALs on the outside lane (102K), the following observations are noted on the LVR: 

• Cell 35 with the PG 58-40 mix is experiencing higher strains and more rutting than Cell 

33 (PG 58-28) and Cell 34 (PG 58-34).  See graph 1 for data through September 2002. 

• In 2002, Cell 35 developed 10 sq. ft. of alligator cracking located over an area where 

sensors were installed. 

• Cells 33 and 34 have no cracking observed in the driving lanes. 

• All three-test cells have centerline (construction joint) cracking occurring. 

• For the same aggregate gradation, Cell 35 mix (PG 58-40) has a lower modulus than 

Cell 33 (PG 58-28) and Cell 34 (PG 58-34).  See graph 2. 

 
GRAPH 1 – MnROAD: RUTTING OF CELLS 33, 34 & 35 

MnROAD RUTTING (LVR Superpave Cells)
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GRAPH 2 
MnROAD: MODULUS OF 
CELLS 33, 34 & 35 

 

 

 

 

 

 

 

1.3 MINNESOTA TRENDS 
The following information regarding trends in Minnesota hot mix asphalt (HMA) will be in English 

units.  The metric equivalencies are found in Appendix A.  Trend analysis for Minnesota HMA 

will involve mixes meeting the 2002 Mn/DOT specification 2350 and 2360.  Mn/DOT 2350 mix 

designs are designated HV (High Volume: > 3 million ESALs), MV (Medium Volume: 1 – 3 

million ESALS) and LV (Low Volume: < 1 million ESALs).  Mn/DOT 2360 mix designs are 

Superpave (Gyratory) mixes based on  20-year design traffic levels expressed in ESALs. 

 

The trends are for projects let over the past 5 years, from 1998 through 2002.  Superpave data 

gathered prior to 1998 was based on the amounts of Superpave placed during the construction 

season, not the amount of Superpave projects let during the calendar year.  Therefore, it is not 

possible to compare pre-1998 data with data gathered for this report, as it is not a true 

comparison.  Also, it should be noted that the information gathered does not reflect any changes 

in the project caused by change orders or supplemental agreements, nor does it include any 

incentive/disincentive monies allocated.   

 

For information on Minnesota Superpave prior to 1998, please refer to the Research 

Implementation Reports listed in Appendix C. 
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CHAPTER 2 
HOT MIX ASPHALT PRODUCTION DATA 

 
After the big push of 32 projects during the 1998 construction season, Mn/DOT continued to see 

a slight increase Superpave’s tonnage during the 1999 construction season.  This did not 

continue in the year 2000, as a large drop-off in Superpave resulted because of the introduction 

of Mn/DOT’s 2350-HV mix design.  This QC/QA specification is a 75-blow Marshall design mix 

based on 20-year ESALs (High Volume: > 3 million ESALs).  In 2001, Superpave tonnage 

rebounded and exceeded 1 million tons for the first time.  In 2002, Superpave production 

exceeded conventional HMA production by approximately 500,000 tons.  See graph 3. 

 

GRAPH 3 – MINNESOTA HOT MIX ASPHALT PRODUCTION, ENGLISH TONS 
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2.1 HOT MIX ASPHALT COST DATA 
The cost per ton of the 2350 HMA mixes has increased from $21.70 per ton to $25.14 per ton 

from 1998 to 2002, a 16% increase.  Meanwhile, the cost per ton of Superpave has declined 

steadily, dropping 14% from 1998 ($30.58/ton) to 2002 ($26.34/ton). Graph 4 shows how the 

cost difference between mix designs is narrowing, with Superpave costing $1.20 more per ton in 

2002. 
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GRAPH 4 – COST PER ENGLISH TON, ALL HMA MIXES 
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The data shown for the Mn/DOT specification 2350 includes LV, MV & HV data.  When 

comparing cost per tons of these three mixes, it can be seen that all three-mix types have risen 

in cost since 1998.  The HV mixes are considerably higher in cost than the LV and MV mixes.  

See graph 5. 

 
GRAPH 5 – Mn/DOT 2350 MIXES, COST PER ENGLISH TON 
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The majority of Superpave mixes are designed for traffic levels over 3,000,000 ESALs.  If 

Superpave were compared to Mn/DOT 2350-HV wear courses designed for similar number of 

ESALs, it can be seen that Superpave has been more economical per ton than HV mixes for the 

last two years.  See graph 6. 
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GRAPH 6 – Mn/DOT SUPERPAVE vs. 2350-HV - COST PER ENGLISH TON 
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Typically the wear course mixes cost more per ton than the non-wear course mixes.  This trend 

held true until 2002, when the cost of the wear course mixes was actually less than the non-

wear course mixes.  See graph 7. 

 
GRAPH 7 – SUPERPAVE WEAR & NON-WEAR COURSE COST PER ENGLISH TON 
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2.2 SUPERPAVE PRODUCTION DATA 
The breakdown between wear course and non-wear course, in English tons of mixture, is shown 

in graph 8 below.  The reason the wear course mixes cost less than the non-wear mixes in 2002 

may simply be on the economies-of-scale of production cost. 

 



 
12 

 
 
 

GRAPH 8 – SUPERPAVE PRODUCTION WEAR AND NON-WEAR VOLUME 
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2.3 SUPERPAVE WEAR COURSE AGGREGATE SIZE 
 
The shift in nominal aggregate size for the Superpave wear course designs has changed since 

1998.  In 2002, over 92% of the wear course mixes used the B-aggregate.  See graph 9. 

 
GRAPH 9 – SUPERPAVE WEAR COURSE BY AGGREGATE SIZE 
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2.4 SUPERPAVE WEAR COURSE - DESIGN TRAFFIC LEVELS 
 
The most common design traffic level utilizing Superpave mix design is level 4 (3 – 10 ESALs x 

106), which represents 45% of all wear course designs.  Traffic level 3 (1 – 3 ESALs x 106) 

represents 26% and traffic level 5 (10 – 30 ESALs x 106) represents 15%.  While there has been 

a steady rise in traffic level 1 (< 0.3 ESALs x 106), this does not represent Superpave being 

utilized in low volume roads, rather it represents Superpave being used as shoulders on 

projects with Superpave mixes on the mainline.  See graph 10. 
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 GRAPH 10 – SUPERPAVE WEAR COURSE BY TRAFFIC LEVEL 

SUPERPAVE WEAR COURSE:  1998 - 2002
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2.5 SUPERPAVE WEAR COURSE - ASPHALT BINDER DATA 
 
From 1998 to 2002, the most common asphalt binder used in wear course mixes is PG 58-28, 

having been specified in 38% by ton of wear course mixes.  PG 64-28 asphalt binder is next at 

36%, followed by PG 58-34 at 26%.  The amount of PG 58-28 asphalt binder is increasing while 

PG 64-28 is decreasing.  In 1998, PG 64-28 was specified in 44% of the mixes and has dropped 

every year to 2002’s level of 21%.  PG 58-28 was specified in 13% of the mixes in 1998 and has 

risen to 52% in 2002. See graph 11. 

GRAPH 11 – SUPERPAVE WEAR COURSE BY PG GRADE 
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Nearly all of the Superpave mixes specified use the high-end temperature grade of PG 58 or PG 

64 asphalt binders.  In the past five years, more PG 58 graded asphalt binder has been 

specified by ton in four of the five years, with 2002 being the its highest percent of tonnage at 
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72%.  In 2000, more PG 64 grade asphalt binder was specified with 58% of the mixes by ton.  

PG 52 asphalt binder represents less than 1% of the Superpave mixes in the 5-year time span.  

See graph 12. 

 
GRAPH 12 – SUPERPAVE WEAR COURSE BY HIGH GRADE TEMPERATURE END 
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On the low-end temperature grade of PG asphalt binders, the minus 28 (-28) binder is the most 

common binder specified each year from 1998 to 2002 and has been specified in over 63% of 

all Superpave wear courses by ton for the past five years.  The minus 34 (-34) PG binders 

represent the majority of the remaining Superpave wear courses, with a small fraction of the 

wear courses using the minus 22 (-22) PG binder and the minus 40 (-40) PG binder. See graph 

13. 

 
GRAPH 13 – SUPERPAVE WEAR COURSE BY LOW GRADE TEMPERATURE END 
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CHAPTER 3 
MINNESOTA DATA 

 
3.1 MINNESOTA PG BINDER GUIDELINES 
Technical Memorandum (TM) No. 02-06-MRR-01 was issued on January 23, 2002 revising the 

guidelines for specifying asphalt binders on asphalt paving projects.  This technical 

memorandum superceded TM 99-03-MRR-01. 

 

The revised guidelines affected recommended asphalt binders in the less than 3 million ESALs 

category by incorporating PG 58-28 asphalt binder in lieu of PG 52-34 binder previously 

recommended.  It also affected the recommended asphalt binders for standing traffic in all but 

the highest design ESALs category of greater than 10 million.  Typically, the PG grade went up 

one level on the high temperature grading, from PG 64 to PG 70. 

 

For more information regarding the MnDOT Binder Guidelines and technical memorandum 02-

06-MRR-01, contact John Garrity in the Bituminous Engineering Unit at 651.779.5582. 

 

3.2 MINNESOTA SUPERPAVE COMPARED TO NATIONAL BENCHMARKS 
The TRB Superpave Committee published a report titled “Superpave Implementation and 

Needs Assessment” which is compilation of information gathered from the 50 states, the District 

of Columbia and Puerto Rico.  The information provided was through the 2001 survey, 

completed in May 2001.  A full report can be found on the AASHTO web page under the April 8, 

2002, Superpave Implementation and Needs Assessment Report. 

 

Nationwide, the Superpave national market share of DOT projects stood at 47% of the total 

projects and 53% of the total tonnage in 2000, where 3166 Superpave projects were awarded.  

Minnesota’s DOT Superpave market share in 2000 was only 10% by tonnage, well below the 

national level. 

 

Nationally, the average cost per metric ton for conventional hot-mix asphalt (HMA) in the year 

2000 was $36.04 and $37.03 for Superpave.  In Minnesota, the average cost per metric ton was 

$25.90 for conventional (Mn/DOT 2350) HMA and $36.39 for Superpave (Mn/DOT 2360). 

 

The report concludes that the implementation of Superpave continues and that “plans for 2001 

indicate that both total projects and tonnage will exceed 50 percent nationally.  Superpave has 

become the hot-mix asphalt design method of choice.”  
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CHAPTER 4 

PROJECT UPDATE - SUPERPAVE SITES AROUND THE STATE 
 
4.1 General 
Mn/DOT identified twelve Superpave projects to be tracked in 2000 and listed them in the 

Mn/DOT Superpave evaluation work plan.  This work plan outlined a 5-year program to evaluate 

the performance and cost effectiveness of Superpave projects.  The plan called for annual 

project data collection and analysis, unfortunately this did not happen.  The 12 sites, listed 

below, were observed in 2000 for cracking performance and tested for modulus of elasticity. 

 

Unfortunately, the twelve sites were not visited in 2001.  Because of this, the exact location of 

many of the crack monitoring stations established in 2000 could not be duplicated in 2002.  Only 

a few of the sites could duplicate the exact crack monitoring stations where performance of the 

pavement could be directly compared between 2000 and 2002.  Where crack stations could not 

be duplicated, a relative comparison in pavement performance will be made. 

 

In 2002 crack monitoring stations were established in ten of the twelve sites using the GPS 

system.  The other two sites will be established in 2003.  Coordinates were recorded for the 

beginning of each 500-ft. crack monitoring station and marked with a PK nail approximately 12-

in. from the edge of the shoulder.  All crack monitoring stations followed the direction of traffic 

during the crack recording process.  This information will be stored in the Mn/DOT Research 

Tracking database for future use and documentation. 

 

No FWD testing was performed on any of the twelve sites in 2002.  Two projects, I-35 near 

Owatonna and I-90 near Winona, had cores taken for in-place voids testing and PG extraction. 

 

Information regarding ride quality (smoothness of road) can be found from the data in the 

Materials Performance System (MPS) located on the Mn/DOT intranet.  The Pavement Design 

Unit of the Office of Materials and Road Research gathers friction test information on Mn/DOT 

highways. 

 

4.2 SUPERPAVE PROJECTS - Mn/DOT TRACKING 
The twelve sites identified were meant to represent Superpave pavements used in a variety of 

construction applications.  They represent seven sites of new construction (NEW) with different 

grades of asphalt binder, different aggregate size in the wear courses, saw and seal test 
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sections, gyratory and Marshall mixes and the inclusion of RAP into Superpave mixes. 

 

The other five sites are overlay projects.   Three of the sites are bituminous over bituminous 

(BOB) projects and the other two are bituminous over concrete (BOC) projects.  Similar to the 

NEW projects above, the overlay projects used various asphalt binders, aggregates, saw and 

seal methods, mix designs and RAP. 

 

Because of the small number of projects identified and the number of variables within the 

projects, the purpose of this tracking is not to compare project versus project, but rather to 

compare Superpave’s performance in these applications versus non-Superpave pavement.  

See table 2 for projects being tracked by Mn/DOT. 
TABLE 2 -  Mn/DOT Superpave Tracking Projects 
 

MK YEAR  HIGHWAY LOCATION DESCRIPTION 

1 1996 I-35 Owatonna 
Polymer modified Superpave (PG 58-34) NB, 
Mn/DOT 2361a SB, saw & seal sections, NEW 
construction. 

2 1997 I-90 Winona 
Control section with PG 58-34, test sections with 
polymer modified & non-modified Superpave (PG 
58-34), saw & seal sections, BOC. 

3 1996 CSAH 75 Stearns County 
Control section (Mn/DOT 47Ab), test sections with 
PG 58-28 and PG 58-34, saw & seal sections, mill 
and overlay. 

4 1997 TH 10/610 Blaine NEW construction with high ADT, Superpave (PG 
58-34) with 9.5-mm aggregate. 

5 1998 I-35W Arden Hills BOC, BOB & NEW construction with Superpave 
(PG 64-28) and Mn/DOT 2350-HV. 

6 1997 TH 2 Cass Lake NEW & BOB construction with Superpave (PG 58-
28), saw & seal sections. 

7 1999 TH 65 Blaine Two Superpave mixes (PG 64-28 & PG 64-22) for 
mill and overlay, various depths of milling. 

8 1999 TH 2 Bagley Varied mill and overlay thickness for Superpave (PG 
58-34). 

9 1999 TH 53 Virginia Rubblized concrete, overlayed with Superpave (PG 
58-34), saw & seal sections. 

10 97/ 99 MnROAD Mainline & LVR Mainline has two Superpave overlay test cells and 
the LVR has three cells with different binders. 

11 2000 TH 23 Russell CIR with control section (Mn/DOT 2350-HV) and 
Superpave (PG 64-34) with saw & seal sections. 

12 1997 I-494 Eagan 
BOB with polymer modified (PG 64-34) and un-
modified (PG 58-28) Superpave overlay with 19-mm 
aggregate. 

a Mn/DOT 2361 mix in accordance to Mn/DOT specification 2331 (75-blow Marshall design) 
b Mn/DOT 47A mix in accordance to Mn/DOT specification 2331 (50-blow Marshall design) 
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4.3 2002 General Observations of the 12 Superpave Projects 
On average, the number of transverse (thermal) cracks recorded in 2002 did not change from 

2000, indicating no cracking in the Superpave cells over the last two years.  Based on the data 

gathered from thirty nine (39) 500-ft. crack monitoring stations in 2002, the Superpave stations 

averaged 51 L.F. of transverse cracks per station.  In 2000, the Superpave stations averaged 50 

L.F. of transverse cracks per station, virtually no change in two years time. 

 

Conversely, the non-Superpave pavements averaged 101 L.F. of transverse crack per 500-ft. 

station, up 33% from 2000 and twice the amount of the Superpave stations. 

 

It should be noted that the past two winters have had temperatures above normal throughout 

the state.  This may explain the reason why very little additional transverse cracking was seen in 

the Superpave stations, or it could document that Superpave is resisting thermal stresses better 

than non-Superpave stations which have continued to crack despite the more temperate 

temperatures. 

 

Each of the twelve tracking projects had the yearly high and low air temperature recorded from 

weather stations near the project site for the past three years.  As can be seen from the average 

temperatures recorded from the twelve sites throughout the state, the low air temperatures have 

not been extreme for the past three years. 

 

The average high and low air temperature at the 12 stations from 2000 to 2002 is shown in 

Table 3.  

TABLE 3 – AVERAGE OF HIGH AND LOW AIR TEMPERATURES, 12 SITES 
YEAR AVERAGE HIGH AIR TEMPERATURE AVERAGE LOW AIR TEMPERATURE 

2000 93.3°F 34.1°C - 24.2°F - 31.2°C 
2001 98.0°F 36.7°C - 20.8°F - 29.3°C 
2002 95.0°F 35.0°C - 10.3°F - 23.5°C 

3-YR AVG. 95.4°F 35.2°C - 18.4°F - 28.0°C 
 

For the three projects in the northern region of the state, the average high air temperature was 

near the overall average (32.7°C to 35.2°C).  The average low air temperature was nearly 4°C 

colder, averaging –31.8°C compared to the overall average of –28.0°C.  This information 

reinforces the lower end PG binders are needed in the northern regions of the state.  See table 

below: 

 

The average high and low air temperature at the three northern projects from 2000 to 2002 is 
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shown in table 4. 

TABLE 4 – AVERAGE OF HIGH AND LOW AIR TEMPERATURES, NORTHERN 3 SITES 
YEAR AVERAGE HIGH AIR TEMPERATURE AVERAGE LOW AIR TEMPERATURE 

2000 89.0°F 31.7°C - 26.7°F - 32.7°C 
2001 94.3°F 34.7°C - 30.0°F - 34.3°C 
2002 89.0°F 31.7°C - 19.0°F - 28.3°C 

3-YR AVG. 90.8°F 32.7°C - 25.2°F - 31.8°C 
 

While low-temperature cracks can occur from a single cycle of low temperature, it has been 

noted that they may develop from repeated low temperature cycles.  What the above 

information does not show is the number of days of cold temperature per year, for example, the 

number of days at or below 0° F (-18°C).  Based on information gathered at MnROAD, it can be 

stated that Minnesota has not seen a prolonged cold spell similar to the winter season of 1995-

1996 when temperatures bottomed out at -40°F (-40°C).  It was during this winter season that 

the HMA cells at MnROAD suffered a significant degree of thermal cracking, and very little 

additional thermal cracking since that time. 

 

It was also the consensus that the Superpave pavements rode better because of less cupping in 

the transverse cracks.  The Superpave pavements also appeared to be in better condition with 

less visual wearing than the non-Superpave pavements.  We are working with Pavement 

Management to see if we can quantify the differences in ride and structure of Superpave and 

non-Superpave pavements in the same section of highway.   

 

An area of potential concern may be the rate of deterioration of the shoulders is much greater 

than that of the mainline pavements.  The number of cracks recorded in the shoulders averaged 

130 L.F. per 500-ft. section in 2002 compared to 84 L.F. in 2000, a 54% increase in two years.  

It should be noted that not all shoulders are constructed with Superpave mixes.  This 

observation only points out that the shoulders may require rehabilitation before the mainline, 

which will involve lane closures and driver delays. 
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CHAPTER 5 
2002 DETAILED OBSERVATIONS 

 

5.1 Project No. 1: Interstate 35 near Owatonna 
State Project Number: S.P. 6680-76 (1995 & 1996) 

5.1.1 DESCRIPTION 

1996 construction of northbound lanes consisted of 4-in. Superpave with a PG 58-34, SBS 

polymer modified asphalt binder on 5-in. of asphalt base with 4-in. of permeable asphalt 

stabilized based and 2-in. of aggregate base.  Four different saw and seal sections and 

control sections were constructed.   

 

1995 construction of southbound lanes consisted of the same pavement structure with the 

wear course consisting of Mn/DOT type 61 (75-blow Marshall design) mix for 7 ¼ miles.  

The northern 1-½ miles consisted of two equal sections with different grades of oil used for 

the binder and wear course.  One segment consisted on penetration graded 85/100 oil and 

the other performance graded 58-34 oil, both with anti-strip additives.  Saw and seal 

sections similar to northbound were constructed. 

 

5.1.2 PAVEMENT SECTIONS FOR RESEARCH 

Northbound consists of four saw & seal sections with 40-ft. spacing, one section of 100-ft. 

saw & seal, one section of 200-ft. saw & seal, and one section without saw & seal.  

Southbound consists of two sections of 40-ft. saw & seal, two sections of 60-ft. saw & seal, 

one section of 100-ft. saw & seal, and two sections without saw & seal. 

 

 5.1.3 2000 - 2002 SUMMARY 

The northbound Superpave lanes are performing better than the southbound lanes.  

Pavement management data shows the average pavement serviceability rating (PSR) of the 

northbound lanes at 3.5 and the southbound lanes at 3.25.  The section index performance 

plot predicts that the southbound lanes will fall below a PSR rating of 2.0 sometime in the 

year 2007, while northbound lanes will not reach that value until the year 2010.  A PSR 

rating of 2.0 is typically used as a ‘trigger’ value for maintenance work.  This data indicates 

that Superpave is pushing the curve out farther for required maintenance. 

 

Cores were taken from both the northbound and southbound lanes in 2000 and 2002.  In-
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place air voids and PG extraction testing was performed.   Graphs15 and 16 show the in-

place air voids from date of construction, 2000 and 2002.  The data shown is as expected 

for bituminous pavements.  The PG extraction data from year 2000 and 2002 indicate that 

the modified asphalt binder in the northbound lanes is aging less than the unmodified 

asphalt binder in the southbound lanes.  The wear course binder grade for the northbound 

lanes is PG 67.2-31.0 compared to PG 69.9-31.0 for the southbound lanes.  The binder 

course actual binder grades are PG 63.1-34.0 for the northbound lanes and PG 69.4-31.7 in 

the southbound lanes.  Both lanes used a specified binder grade of PG 58-34, with the 

differences of SBS polymer modification in the northbound lanes and anti-strip in the 

southbound lanes. 

 

The northbound lanes are cracking less; in fact, no transverse cracks were seen along the 

entire stretch of the northbound Superpave pavement.  The southbound lanes have 

transverse cracks, especially in their non-‘saw and sealed’ segments.  The two non-‘saw 

and sealed’ 500-ft. cracks stations have averaged over 200 L.F. of cracking compared to 19 

L.F. of cracking in the saw and sealed stations. 

 

In 2000, one southbound station and one northbound station were monitored for transverse 

cracks as shown below.  It can be seen that the amount of increase in the southbound lanes 

shows deterioration in both the mainline and shoulder.  The northbound lane shows no 

cracks in the mainline, but 167 linear feet of cracking appeared in the outside shoulder 

between 2000 and 2002.  The shoulder is 3-in. of Superpave on an aggregate base. 

 

TABLE 5 TRANSVERSE CRACKS – LINEAR FEET PER 500-ft. STATIONS 
SOUTHBOUND (’95) NORTHBOUND (’96) YEAR MAINLINE SHOULDER MAINLINE SHOULDER COMMENTS 

2000 108 200 0 0 Non saw & seal station  
2002 186 349 0 167  

CHANGE  72% 75% - N.A.  
 

5.1.4  IN-PLACE AIR VOIDS 

Northbound in-place air voids for the top 1½-in. wear course (first lift) and the 2½-in. binder 

course (second lift) are shown in Graph 14 from retrieved cores. 
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GRAPH 14 – IN-PLACE AIR VOIDS, NORTHBOUND SUPERPAVE 
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Southbound in-place air voids for the top 1½-in. wear course (first lift) and the 2½-in. binder 

course (second lift) are shown in Graph 15 from retrieved cores. 

 

GRAPH 15 – IN-PLACE AIR VOIDS, SOUTHBOUND Mn/DOT TYPE 61 
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5.1.5 ASPHALT BINDER GRADE 

PG extraction showed the following results, which appears to show that the modified asphalt 

binder in the northbound lanes is aging slower than the unmodified asphalt binder in the 

southbound lanes. 
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TABLE 6   ASPHALT BINDER GRADE: I-35 
ACTUAL BINDER GRADE DIRECTION LOCATION SPECIFIED 

BINDER GRADE (1) 2000 2002 
NORTHBOUND WEAR  PG 58-34M PG 67.5-31.6 PG 67.2-31.0 
NORTHBOUND BINDER  PG 58-34M PG 63.0-31.5 PG 63.1-34.0 
SOUTHBOUND WEAR  PG 58-34U PG 67.6-30.9 PG 69.9-31.0 
SOUTHBOUND BINDER  PG 58-34U PG 65.5-31.9 PG 69.4-31.7 

(1) M = Polymer Modified Asphalt Binder; U = Unmodified Asphalt Binder 

 

5.1.6 AIR TEMPERATURE 

The yearly high and low air temperature recorded at the weather station closest to the 

project site shows the following temperature ranges. 

 

TABLE 7 AIR TEMPERATURE 
HIGH TEMPERATURES LOW TEMPERATURES YEAR °F °C °F °C COMMENTS 

2000 96 36 -27 -33  
2001 96 36 -18 -28  
2002 96 36 -7 -22  

 

5.2 Project No. 2: Interstate 90 south of Winona 
State Project Number: S.P. 8580-133 (1997) 

5.2.1 DESCRIPTION 

This Superpave HMA overlay was a crown correction from a slope of 0.010 on the existing 

concrete panels to a slope 0.020 after paving.  The BOC overlay was 4.0-in. at the outside 

edge and 5.3-in. on the centerline of 27-ft. long concrete panels. 

 

5.2.2 PAVEMENT SECTIONS FOR RESEARCH 

Three asphalt binders were used on this project.  A PG 58-28 asphalt binder was used in 

the HMA on the west end of the project.  A polymer modified (SBS) PG 58-34 asphalt binder 

was used in the left lane just west of the County Road 7 bridge.  An unmodified PG 58-34 

was used in the right lane just west of the County Road 7 bridge.  The 27-ft. long concrete 

panels were sawed and sealed at spacing of 27-ft., 54-ft. and two sections had no sawed-

and-sealed joints. 
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5.2.3 2000 - 2002 SUMMARY 

The number of reflective cracking from the concrete pavement through the Superpave is 

lower than originally expected.  Both the unmodified PG 58-34 and modified PG 58-34 

asphalt binders have eight (8) reflective transverse cracks within their non sawed and 

sealed 500-ft. crack stations; compared to fourteen (14) reflective transverse cracks in 

control section. 

 

In the saw and sealed sections of Superpave, only one (1) reflective crack has appeared in 

the overlay, that in the modified PG 58-34 binder.  The control section has 51/2 reflective 

cracks, up from 2 reflective cracks in 2000. 

 

TABLE 8 TRANSVERSE CRACKS – LINEAR FEET PER 500-ft. STATIONS 
WESTBOUND 

YEAR CONTROL 
SECTION   
PG 58-28 

UNMODIFIED 
PG 58-34 

MODIFIED  
PG 58-34 

COMMENTS* 

2000 153 72 108 No saw and seal stations 
2002 168 96 96  

CHANGE   10% 33% -11%  
2000 24 0 0 54-ft. saw & seal stations 
2002 66 0 12  

CHANGE 175% - NA  
• Crack stations could not be duplicated between 2000 & 2002. 

TABLE 9 AIR TEMPERATURE 
HIGH TEMPERATURES LOW TEMPERATURES YEAR °F °C °F °C COMMENTS 

2000 93 34 -23 -31  
2001 99 37 -10 -23  
2002 97 36 -5 -21  
 
 

5.3 Project No. 3: CSAH 75 in St. Cloud 
State Project Number: S.P. 73-675-07 (1996) 

5.3.1 DESCRIPTION 

Mill and overlay project utilizing Superpave wear and binder courses in varying thickness 

along with a standard Mn/DOT 47A wear course mixture in varying thickness.  Expected 

ESALs of 3,000,000.  This project is located next to a 1.6-mile concrete pavement to the 

east, which can provide comparison between Superpave and concrete pavements. 
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5.3.2 PAVEMENT SECTIONS FOR RESEARCH 

Eight Superpave test sections were constructed for evaluation, four in the westbound 

direction and four in the eastbound direction.  The six Superpave test sections included two 

coarse mix designs with a 19-mm aggregate (1” maximum).  One Superpave mix included 

polymer modified PG 58-34 asphalt binder and the other one used a traditional 120/150 pen 

graded asphalt, which tested as a PG 58-28.  The PG 58-34 Superpave mix was used in the 

wear and binder courses in one location and just in the wear course in the adjacent section.  

The PG 58-28 Superpave mix was only used in the wear course.  Portions of each of the 

eight test sections were sawed and sealed. 

 

5.3.3 2000 - 2002 SUMMARY 

Of the three mixes, the PG 58-28 Superpave is performing the best, averaging 22 L.F. of 

transverse cracks per 500-ft. station.  The polymer modified PG 58-34 Superpave has less 

cracks that the standard Mn/DOT mix in the non saw and sealed station, but more in the 

saw and sealed station.  This site represents a failed saw and sealed section as transverse 

cracks have appeared within one foot of the sawed joints. 

 

TABLE 10 TRANSVERSE CRACKS – LINEAR FEET PER 500-ft. STATION (UNO) 
EAST & WEST BOUND 

YEAR CONTROL 
SECTION   

Mn/DOT 47A 
UNMODIFIED 

PG 58-28 
MODIFIED 
PG 58-34 

COMMENTS* 

2000 88 55 72 No saw and seal stations 
2002 84 36 72  

CHANGE   -5% -35% -  
2000 32 8 35+ 40-ft. saw & seal stations 
2002 33 8 75+  

CHANGE 3% -  114%  
* Not all crack stations could not be duplicated between 2000 & 2002. 
+ Average of two 500-ft. crack stations. 

 

TABLE 11    AIR TEMPERATURE 
HIGH TEMPERATURES LOW TEMPERATURES YEAR °F °C °F °C COMMENTS 

2000 94 34 -20 -29  
2001 98 37 -19 -28  
2002 98 37 -9 -23  
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5.4 Project No. 4: Trunk Highway 10 / 610 near Blaine 
State Project Number: S.P. 0214-12 and 0214-13 (1997) 

5.4.1 DESCRIPTION 

NEW construction as part of the TH10/TH 610 freeway.  This segment consists of a rural 4 

to 8 lane freeway constructed on a new alignment where no roadway presently exists.  The 

two projects are concurrent construction. 

 

5.4.2 PAVEMENT SECTIONS FOR RESEARCH 

This project represents NEW construction of a Superpave freeway subject to high ADT.  

(Design ADT = 37,000; design speed = 70 mph)  The pavement structure consists of 9-in. 

Superpave with PG 58-34 asphalt binder and 12.5-mm aggregate in the wear course. 

 

5.4.3 2000 - 2002 SUMMARY 

No transverse cracks have appeared in either the control section or Superpave pavement.  

Rutting appears minimal and ride quality is very good. 

 

TABLE 12  TRANSVERSE CRACKS – LINEAR FEET PER 500-ft. STATIONS 
YEAR CONTROL 

SECTION    
MODIFIED  
PG 58-34 COMMENTS 

2000 NA NA No saw and seal stations 
2002 0 0  

CHANGE   - -  
 

TABLE  13 AIR TEMPERATURE 
HIGH TEMPERATURES LOW TEMPERATURES YEAR °F °C °F °C COMMENTS 

2000 98 37 -28 -33  
2001 107 42 -22 -30  
2002 98 37 -11 -24  
 
 

5.5 Project No. 5: Interstate 35W near Arden Hills 
State Project Number: S.P. 6284-123 (1998 & 1999) and S.P. 6284-131 (2002) 

5.5.1 ORIGINAL DESCRIPTION 

Bituminous overlay over concrete pavement (BOC) and bituminous over bituminous (BOB) 

along an interstate highway subject to high ADT (Design ADT = 150,500).  Existing concrete 

is 9-in thick with doweled joints and light mesh.  Joints were patched prior to overlay if crack 

was 1-in. wide or greater. 

 

The work consists of 4-in. of BOC, 1½ -in. BOB and the addition of lanes in both directions 
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with NEW 14-in. HMA on 3-in. of class-6 aggregate base.  Superpave mix design for the 

wear course consisted of the 12.5-mm aggregate and PG 64-28 asphalt binder. 

 

After the 1998 construction season was over, all of the NEW construction was done and 

approximately 2/3 of the BOC work was finished.  Early reflective cracking was occurring in 

the newly placed bituminous overlay, so it was decided to replace the Superpave with 

Mn/DOT 2350-HV bituminous mix with the same asphalt binder for the project’s completion 

in 1999.  This was done for comparative purposes between the two mixes. 

 

5.5.2 ORIGINAL PAVEMENT SECTIONS FOR RESEARCH 

The research sections were to include all three types of construction on I-35W, including 

BOC, BOB and NEW.  The research sections expanded in 1999 when the decision was 

made to switch from the Superpave overlay to the Mn/DOT 2350–HV mix design.   

 

5.5.3 CHANGED EVENT 

In the spring of 2002, I-35W experienced a catastrophic crack sealant failure.  Because of 

this event, the entire portion of I-35W from approximately MP 22 to MP 30 was milled and 

overlayed by an emergency contract to remove all the sealant from the roadway.  Being an 

emergency contract, MnDOT provided the contractor a “typical section” and a start–end 

point location and worked out the details in the field.  The work involved the driving lanes 

and the ramp gores. 

 

The new 1½ -in. overlay was intended to be Superpave with PG 64-28 asphalt binder.  

However, the contractor was not able to provide the PG 64-28 asphalt binder in “a timely 

manner”, and received a change order to provide Superpave with PG 64-22 asphalt binder.  

Therefore, the entire northbound portion of I-35W was overlaid with the PG 64-22 

Superpave.  Southbound I-35W was overlaid with the PG 64-28 Superpave in accordance to 

the original contract specifications. 

  

5.5.4 REVISED PAVEMENT SECTIONS FOR RESEARCH 

Three 500-ft. crack monitoring stations were established in both the northbound and 

southbound directions.  One monitoring section for BOC, BOB & NEW in each direction will 

provide a comparison of the two PG binders used. 

 

5.5.5 2000 - 2002 SUMMARY 

 Direct comparisons cannot be made between 2000 and 2002 due to overlay. 
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TABLE 14  2002 TRANSVERSE CRACKS QUANTITY PER 500-ft. STATIONS 
NORTHBOUND 

BOB BOC NEW YEAR 
# CRACKS LIN. FT. # CRACKS LIN. FT. # CRACKS LIN. FT. 

COMMENTS

2002 3 25 4 42 2 16  
 SOUTHBOUND  

2002 0 0 10 86 5 52  
 
 

TABLE  15 AIR TEMPERATURE 
HIGH TEMPERATURES LOW TEMPERATURES YEAR °F °C °F °C COMMENTS 

2000 98 37 -28 -33  
2001 107 42 -22 -30  
2002 98 37 -11 -24  

 
 

5.6 Project No. 6: Trunk Highway 2 near Cass Lake 
State Project Number: S.P. 1101-18 (1997) 

5.6.1 DESCRIPTION 

Construction consisted of upgrading TH 2 to a four-lane facility.  The new facility will consist 

of two 24-ft. driving lanes with paved bituminous shoulders.  The project consists of NEW 

construction and mill and overlay over bituminous (BOB).  

 

5.6.2 PAVEMENT SECTIONS FOR RESEARCH 

The eastbound lanes consist of ½ mile of mill and overlay (BOB), followed by 5½ miles of 

NEW construction.  The westbound lanes consist of approximately 4 miles of mill and 

overlay, followed by 2 miles of NEW construction. 

 

Overlay thickness is 3-in. of Superpave with PG 58-34 asphalt binder and 12.5-mm 

aggregate.  No saw and seal was performed in the mill and overlay segments of roadway.  

The NEW construction consists of 7½-in. of Superpave with the same asphalt binder and 

aggregate in the wear course as the overlay.  Control joints were sawed and sealed at 40-ft. 

on center in all NEW construction 
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5.6.3 2000 - 2002 SUMMARY 

Results appear to be conflicting between eastbound and westbound traffic lanes.  It would 

be expected that more transverse cracks would appear in the mill and overlay segment of 

the project due to reflective cracking of the milled surface.  This is occurring in the 

westbound lanes with 92 L.F. of cracking within its 500-ft. crack station.  However, the 

eastbound lanes have no transverse cracking in its mill and overlay portion of construction. 

 

In the NEW segment of TH 2, the westbound lanes have no transverse cracks observed (as 

would be expected), while the eastbound lanes have 98 L.F. of transverse cracks observed 

within its 500-ft. crack station. 

 

TABLE 16  TRANSVERSE CRACKS – LINEAR FEET PER 500-ft. STATIONS 
EAST & WEST BOUND 

YEAR EB 
SUPERPAVE 

WB 
SUPERPAVE 

COMMENTS* 

2000 0 88 Mill and overlay: no saw and seal stations 
2002 0 92  

CHANGE   - 4.5%  
2000 74 0 NEW construction: 40-ft. saw & seal stations 
2002 98 0  

CHANGE 32% -  
* Crack stations could not be duplicated between 2000 & 2002. 

TABLE 17  AIR TEMPERATURE 
HIGH TEMPERATURES LOW TEMPERATURES YEAR °F °C °F °C COMMENTS 

2000 91 33 -27 -33  
2001 96 36 -27 -33  
2002 92 33 -17 -27  

 
 

5.7 Project No. 7: Trunk Highway 65 through Blaine 
State Project Number: S.P. 0208-104 (1999) 

5.7.1 DESCRIPTION 

Multiple mill and overlay designs along Central Avenue from old TH 10 to 153rd Avenue NE 

on the northbound roadway, and from old TH 10 to 147th Avenue on the southbound 

roadway.  Mill depths varied from 1½-in. to 3-in. deep, with 1½-in. of wear course in the 

overlay on all sections.  The north end of the project was designed to correct the profile 

grade located over a swamp deposit.  Milling in that area ranged from 1-in. to 3-in. as site 

conditions dictated.  Overlay mix design consisted of Superpave with PG 64-28 asphalt 

binder and 12.5-mm aggregate (3/4-in. maximum). 
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5.7.2 PAVEMENT SECTIONS FOR RESEARCH 

For research purposes, Superpave with PG 64-22 asphalt binder was introduced from 

Bunker Lake Blvd to 147th Avenue NE on the southbound lanes and from 143rd Avenue NE 

to 153rd Avenue NE on the northbound lanes.  The remainder of the project used the PG 64-

28 asphalt binder. 

 

5.7.3 2000 - 2002 SUMMARY 

It appears from the data that the Superpave with the PG 64-28 asphalt binder is 

outperforming the PG 64-22 asphalt binder, having cracked less in both the southbound and 

northbound lanes.  No noticeable difference could be observed in appearance of the 

pavement or in the ride between the two Superpaves. 

 

TABLE 18  TRANSVERSE CRACKS – LINEAR FEET PER 500-ft. STATIONS 
SOUTHBOUND NORTHBOUND YEAR PG 64-22 PG 64-28 PG 64-22 PG 64-28 COMMENTS* 

2000 37 42 158 146 No saw & seal stations 
2002 110 100 194 166  

CHANGE  197% 138% 23% 14%  
* Crack stations could not be duplicated between 2000 & 2002. 

TABLE 19  AIR TEMPERATURE 
HIGH TEMPERATURES LOW TEMPERATURES YEAR °F °C °F °C COMMENTS 

2000 90 32 -26 -32  
2001 95 35 -17 -27  
2002 92 33 -8 -22  

 

5.7.4 OTHER 

This project extends through the city boundaries of Blaine and Ham Lake.  The Blaine 

portion (south end) has routed and sealed the cracks, while the Ham Lake portion (north 

end) has not sealed the cracks.  The sealed versus un-sealed cracks will be monitored to 

see if the benefits of sealing the cracks improves the structure of the overlay. 

 

5.8 Project No. 8: Trunk Highway 2 near Bagley 
State Project Number: S.P. 1502-25 and S.P. 6005-50 (1999) 



 
32 

 
 
 

5.8.1 DESCRIPTION 

Bituminous mill and overlay, the west portion of the eastbound lanes consists of 5-in. mill 

and 7-in. Superpave overlay.  The eastern portion of the eastbound lanes consists of 3-in. 

mill and 5-in. Superpave overlay.  Superpave mix design of the overlay is PG 58-34 with 

12.5-mm aggregate (3/4-in. maximum). 

 

5.8.2 PAVEMENT SECTIONS FOR RESEARCH 

Variable mill and overlay thicknesses on the project.  Mn/DOT will monitor one segment 

from each section.  Wear course mixtures are the same. No sawed & sealed joints were 

performed on this project. 

 

5.8.3 2000 - 2002 SUMMARY 

After two years of traffic, it appears that the thicker mill and overlay is outperforming the 

thinner mill and overlay.  The 5-in. Superpave has 31 L.F. of transverse cracks compared to 

67 L.F. of cracks for the 3-in. Superpave. 

 

TABLE 20  TRANSVERSE CRACKS – LINEAR FEET PER 500-ft. STATIONS 
EASTBOUND 

YEAR 5-IN. MILL &    
7-IN.OVERLAY 

3-IN. MILL &     
5-IN.OVERLAY 

COMMENTS* 

2000 0 18 Mill and overlay : no saw and seal stations 
2002 31 67  

CHANGE   N.A. 372%  
* Crack stations could not be duplicated between 2000 & 2002. 

 
TABLE 21  AIR TEMPERATURE 

HIGH TEMPERATURES LOW TEMPERATURES YEAR °F °C °F °C COMMENTS 

2000 91 33 -25 -32  
2001 94 34 -33 -36  
2002 91 33 -17 -27  

 
 

5.9 Project No. 9: Trunk Highway 53 near Virginia 
State Project Number: S.P. 6917-112 (1999) 

5.9.1 DESCRIPTION 

Rubblized in-place concrete paving, grading, bituminous surfacing and drainage.  The 

concrete was rubblized using two different pieces of equipment.  The north half was 

rubblized with the Antigo multi-head breaker, while the south half was rubblized with the RMI 

PB4 sonic breaker.  The project consisted of replacing many culverts beneath the pavement 

to deal with the high water table. 
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5.9.2 PAVEMENT SECTIONS FOR RESEARCH 

This project has a ‘control strip’ of bituminous over non-rubblized concrete, half of the 

project with bituminous over rubblized concrete by the sonic breaker and the other half 

rubblized by the multi-head breaker.  The majority of the project has saw & seal joints at 40-

ft. spacing, with the exception of roadway from RP 49 to Cty Rd 651, which has no saw & 

seal joints.  The overlay structure consists of 3-in. Superpave with PG 58-34 asphalt binder 

over 3½-in. to 5-in. of non-wear Superpave base course.  The wear course consists of 12.5-

mm aggregate (3/4-in. maximum) from gravel and taconite tailings. 

 

5.9.3 2000 - 2002 SUMMARY 

This seven-mile stretch of southbound highway is performing very well, with only three 

transverse cracks seen within the entire Superpave segment.  It is interesting to note that 

the adjacent northbound lanes which was overlayed in 1996 with a standard Mn/DOT 2331 

mix has rapidly deteriorated and is in need of significant repair.  The major distresses on the 

northbound lanes consist of random transverse and longitudinal cracking, cupping at the 

transverse cracks, and rutting in the area near Anchor Lake.  The performance of the 

southbound Superpave lanes will be compared to the performance of the northbound lanes. 

 

5.9.4 CRACKS 

Crack stations are not established for this project.  They will be established in 2003.  In 

2002, five transverse cracks were observed in the control strip, one transverse crack in the 

area that was rubblized by the RMI-PB4 sonic breaker, and two transverse cracks in the 

area that was rubblized by the multi-head breaker. 

 

TABLE 22  AIR TEMPERATURE 
HIGH TEMPERATURES LOW TEMPERATURES YEAR °F °C °F °C COMMENTS 

2000 85 29 -28 -33  
2001 93 34 -30 -34  
2002 91 33 -23 -31  
 
 

5.10 Project No. 10: MnROAD near Monticello 
State Project Number: S.P. 8680-136 (1997 & 1999) 

5.10.1 DESCRIPTION 

The Mainline segment of MnROAD consists of a 4-in. Superpave with PG 58-28 asphalt 

binder overlay on an existing milled 9-in. asphalt pavement.   
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Two 225-ft. long cells were constructed in 1997. 

 

The Low Volume Road (LVR) consists of three 500-ft. long cells, with 4-in. Superpave on 

12-in. class-6 aggregate base.  Each LVR cell has a different grade of asphalt binder, as 

follows; Cell 33 (PG 58-28), Cell 34 (PG 58-34) and Cell 35 (PG 58-40).   

  

5.10.2 PAVEMENT SECTIONS FOR RESEARCH 

For the mainline section of MnROAD, both test sections utilized a PG 58-28 asphalt binder.  

The main difference between the cells is that Cell 50 has a gradation through the restricted 

zone and Cell 51 has a coarse gradation. 

 

For the LVR, a lane driven with a 102 kip truck and a lane driven by a 80 kip truck divide the 

LVR test road.  Measurements are taken frequently for cracks, rutting and ride. 

 

5.10.3 2000 - 2002 SUMMARY 

For more information on MnROAD, visit their web site at http://mnroad.dot.state.mn.us. 

The two Superpave test cells on the Mainline appear to be performing very well, although 

some stripping has appeared in Cells 50 and 51.  Rutting is minimal in the two cells and ride 

quality has remained high. 

 

The LVR Superpave cells have rutted more than expected, exceeding 3/8-in. in the inside 

(80K) lane in all three cells.  Cell 35 has developed alligator cracking in the wheelpaths of 

the inside (80K) lane over buried sensors.  Ride quality has been consistent. 

 

TABLE 23  CRACKS – PER TEST CELL 
LOW VOLUME ROAD MAINLINE YEAR CELL 33 CELL 34 CELL35 CELL 50 CELL 51 

2000 0 0 0 0 0 
2002 0 0 10 SQ. FT. 0 0 

CHANGE  - - N.A. - - 
 

5.10.4 RIDE: IRI (m/km) 

Winter ride values are taken from data collected in February of 2000 and 2002. 

TABLE 24  RIDE – PER  LOW VOLUME TEST CELLS 
LVR – 80K LANE LVR – 102K LANE YEAR CELL 33 CELL 34 CELL 35 CELL 33 CELL 34 CELL 35 

2000 1.56 1.44 1.26 1.01 1.15 1.12 
2002 1.61 1.74 1.44 1.15 1.31 1.34 

CHANGE + 0.05 + 0.30 + 0.18 + 0.14 + 0.16 + 0.22 
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     TABLE 25 – RIDE MAINLINE TEST CELLS 
MAINLINE – LEFT LANE MAINLINE – RIGHT LANE YEAR CELL 50 CELL 51 CELL 50 CELL 51 

2000 1.09 1.56 1.61 1.44 
2002 1.26 1.69 1.70 1.89 

CHANGE + 0.17 + 0.13 + 0.09 + 0.45 
 

5.10.5 RUTTING: AVERAGE WHEELPATH RUT DEPTH WITHIN CELL (inches) 

Rutting depths are taken from data collected in October of 2000, 2001 and 2002.  It 

represents the average rut depth of the left wheelpath and right wheelpaths. 

TABLE 26  RUTTING – PER  LOW VOLUME TEST CELL 
LVR – 80K LANE LVR – 102K LANE YEAR CELL 33 CELL 34 CELL 35 CELL 33 CELL 34 CELL 35 

2000 0.27 0.24 0.31 0.13 0.13 0.12 
2001 0.36 0.32 0.40 0.20 0.20 0.23 
2002 0.40 0.38 0.45 0.20 0.24 0.26 

CHANGE + 0.13 + 0.14 + 0.14 + 0.07 + 0.11 + 0.14 
 

     TABLE 27  RUTTING MAINLINE TEST CELLS 
MAINLINE – LEFT LANE MAINLINE – RIGHT LANE YEAR CELL 50 CELL 51 CELL 50 CELL 51 

2000 0.04 0.04 0.08 0.10 
2001 0.04 0.07 0.11 0.10 
20021 0.05 0.08 0.13 0.10 

CHANGE + 0.01 + 0.04 + 0.05 - 
1 2002 data collected on September 30, 2002, not October as noted above. 

5.10.6 AIR TEMPERATURE 

The yearly high and low air temperature recorded at the weather station closest to the 

project site shows the following temperature ranges. 

TABLE 28  AIR TEMPERATURE 
HIGH TEMPERATURES LOW TEMPERATURES YEAR °F °C °F °C COMMENTS 

2000 91 33 -22 -30  
2001 96 36 -18 -28  
2002 92 33 -5 -21  
 



 
36 

 
 
 

5.10.7 BINDER GRADE 

The effect of aging on the asphalt binder material is shown in table 5.10.7.1. 

TABLE 29  BINDER GRADE 
SPECIFIED BINDER GRADE ACTUAL BINDER GRADE 

PG 58-28 PG 59.5-30.3 
PG 58-34 PG 60.4-34.8 
PG 58-40 PG 58.2-42.9 

 
  

5.11 Project No. 11: Trunk Highway 23 near Russell 
State Project Number: S.P. 4206-20 (2000) 

5.11.1 DESCRIPTION 

This project consists of milling off 2-in. of existing bituminous surface, cold in-place (CIR) 

bituminous recycling 4-in., and resurfacing with 6½-in. of HMA.  Some new turn lanes will be 

constructed and existing turn lanes will be reconstructed.  The project extends 

approximately 8½ miles. 

 

5.11.2 PAVEMENT SECTIONS FOR RESEARCH 

The north 4.2 miles of TH 23 utilizes 4-in. of Superpave wear course with PG 64-34 asphalt 

binder over 2½-in. of Superpave base course.  The southern portion utilizes 2-in. wear 

course of Mn/DOT 2350-HV (75-blow Marshall design, PG 64-34 asphalt binder) over 4½-in. 

of standard Mn/DOT base course HMA. 

• Select saw & seal sections were set up in both the northern portion of the highway 

with the Superpave design and the southern portion with the Mn/DOT 2350-HV mix. 

 

5.11.3 2000 - 2002 SUMMARY 

Only two cracks were observed along the entire project.  These cracks were observed on 

both sides of the bridge near RP 54.9 and it was felt that these cracks formed where the 

pavement section changed from CIR to full depth construction.  No rutting was found after 

random checks with a straight edge were made. 

 

The Superpave mix has a darker color and appeared to be a more open mix, except in the 

wheel paths.  The Mn/DOT 2350-HV mix had a few pop-outs observed. 

 

None of the saw and seal sections appeared to have any of the sawed joints extending out 

through the shoulder. 

 

5.11.4 CRACKS 
Crack stations are not established for this project.  They will be established in 2003. 
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5.11.5 AIR TEMPERATURE 

The yearly high and low air temperature recorded at the weather station closest to 

the project site shows the following temperature ranges. 
 

TABLE 30  AIR TEMPERATURE 
HIGH TEMPERATURES LOW TEMPERATURES YEAR °F °C °F °C COMMENTS 

2000 99 37 -19 -28  
2001 96 36 -20 -29  
2002 98 37 -7 -22  
 
 

5.12 Project No. 12: Interstate 494 at Eagan 
State Project Number: S.P. 1985-120 (1997) 

5.12.1 DESCRIPTION 

This project consists of milling and overlaying I-494 to improve ride quality and forestall 

maintenance problems.  The in-place roadway is a full depth design on clay sub-grade.  

Overlay consists of coarse graded (19.0-mm) Superpave on existing asphalt pavement 

(BOB). 

 

5.12.2 PAVEMENT SECTIONS FOR RESEARCH 

A SBS polymer modified PG 64-34 asphalt binder was used in the Superpave overlay on the 

westbound lanes.  A non-modified PG 58-28 asphalt binder was used in the Superpave 

overlay on the eastbound lanes. 

 

5.12.3 2000 - 2002 SUMMARY 

The 2002 observation varied quite a bit from the 2000 observation by the fact that 2002 

recorded less cracking in both the eastbound and westbound stations than 2000.  This can 

be explained by the fact that the exact locations of the crack stations could not be 

duplicated, but the results varied more at this location than other locations for no apparent 

reason.  In 2000, it could be seen that the two Superpave mixes were performing essentially 

the same, with 64 L.F. of cracks observed in a 500-ft. station in the eastbound lane and 96 

L.F. observed in a 500-ft. crack station in the westbound lanes.  In 2002, it could be 

concluded that the eastbound lanes are outperforming the westbound lanes, with 25 L.F. of 

cracking compared to 72 L.F. per 500-ft. crack station.  This situation will need to be 

furthered monitored before conclusions can be drawn. 

 

What is interesting to note is the amount and the behavior of transverse cracks in the 
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shoulders of the eastbound and westbound lanes.  Eastbound has 323 L.F. of transverse 

cracks in the shoulder and only 25 L.F. of cracks in the mainline, indicating that the cracks 

from the shoulder stop as they approach the mainline.  Westbound has 70 L.F., or 7 cracks 

in the 10-ft. shoulder, and 6 of them have extended into the 12-ft. mainline, resulting in 72 

L.F. of cracks.  Therefore, much less “sympathy” cracking is occurring in the eastbound 

lanes compared to the westbound lanes.  This is counter to the thinking that a polymer 

modified asphalt pavement is better at controlling “sympathy” cracking than a non polymer 

modified asphalt pavement. 

 

TABLE 31  TRANSVERSE CRACKS – LINEAR FEET PER 500-ft. STATIONS 
EASTBOUND WESTBOUND 

YEAR PG 58-28 MODIFIED      
PG 64-34 

COMMENTS* 

2000 64 96 Mill and overlay: no saw and seal stations 
2002 25 72  

CHANGE -61% -25%  
* Crack stations could not be duplicated between 2000 & 2002. 

TABLE 32  AIR TEMPERATURE 
HIGH TEMPERATURES LOW TEMPERATURES YEAR °F °C °F °C COMMENTS 

2000 94 34 -17 -27  
2001 99 37 -13 -25  
2002 97 36 -3 -19  
 
 

5.13 Project No. 13: Trunk Highway 14 at Owatonna (to be added in 2003) 
State Project Number: S.P. 7408-29 (2002) 

5.13.1 DESCRIPTION 

Design-Build Project ($10M) including grading, surfacing and bridgework.  Located on TH 14 

from 0.4 mile east of junction to CSAH 45 to 0.8 miles east of junction to TH 218 east of 

Owatonna. 

 

5.13.2 PAVEMENT SECTIONS FOR RESEARCH 

An acid modified PG 58-34 asphalt binder was used in the Superpave HMA. More 

information will be provided in next year’s report. 
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CHAPTER 6 
OBSERVATIONS REGARDING SAW AND SEAL 

One-half of the projects involved saw and seal of some type.  Spacing of saw and seal ranged 

from 200-ft. (I-35) to 40-ft. (multiple projects) in both the Superpave sections and in the non-

Superpave control sections.  It was interesting to note that 36% of the saw and sealed crack 

stations observed, no random transverse cracking had occurred.  On average, the sawed and 

sealed stations averaged 25 L.F. of transverse cracking per 500-ft. station compared to 74 L.F. 

in the non sawed and sealed stations.   

 

The conclusion might be that saw and seal is effective in preventing random transverse cracking 

in pavements, however this may be premature.  Of the NEW construction projects that have 

saw and seal, the unsawed sections are performing similar to the saw and sealed sections of 

highway.  This seems to indicate that the Superpave binder is playing a more significant role in 

the reduction of transverse cracks than the presence of saw and seal. 

 

The only project where saw and seal appeared to have failed is CSAH 75 in St. Cloud.  This 

project has random transverse cracks within 1-ft. of the sawed joint in the westbound lane, 

indicating that the sawed joint did not control the thermal contraction of the pavement. 

 

 

 



 
40 

 
 
 

 
 
 
 
 
 
 

Appendix A 
Metric Tables – Mn/DOT 2350 & 2360 

HMA Data
 

 
TABLE A.1 – HOT MIX ASPHALT PRODUCTION (1998-2002) 

2350 HMA 2360 HMA 
YEAR 

METRIC TONS METRIC TONS 
TOTAL – METRIC 

TONS 
1998 1,340,516 732,263 2,072,779 
1999 1,902,589 751,191 2,653,780 
2000 3,306,714 371,756 3,678,470 
2001 2,994,419 1,074,287 4,068,706 
2002  1,130,165 1,558,254 2,688,419 

 
TABLE A.2 – HOT MIX ASPHALT AVG COST PER METRIC TON (1998-2002) 

2350 HMA 2360 HMA 
YEAR 

$/ METRIC TON $ / METRIC TON 
1998 $23.92 $33.70 
1999 $23.36 $34.61 
2000 $25.90 $36.39 
2001 $24.32 $30.07 
2002  $27.73 $29.05 

 
TABLE A.3 – Mn/DOT 2350 PRODUCTION BY TRAFFIC LEVEL  (1999-2002) 

LOW VOLUME (LV) MEDIUM LEVEL (MV) HIGH VOLUME (HV) 
YEAR METRIC 

TONS 
$ / METRIC 

TON 
METRIC 
TONS 

$ / METRIC 
TON 

METRIC 
TONS 

$ / METRIC 
TON 

1999 899,699 $21.95 763,352 $23.16 239,538 $29.35 
2000 1,733,926 $24.86 1,237,904 $25.44 387,911 $31.83 
2001 1,206,528 $23.20 1,509,818 $23.95 281,110 $31.58 
2002  530,747 $26.22 480,266 $26.95 119,151 $37.67 

 
 
 

TABLE A.4 – SUPERPAVE WEAR COURSE & NW COURSE  (1998-2002) 
YEAR WEAR COURSE NON-WEAR COURSE 
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 METRIC TONS $ / METRIC TON METRIC TONS $ / METRIC TON 
1998 664,264 $33.80 67,999 $32.79 
1999 601,817 $34.71 149,374 $34.21 
2000 259,697 $36.66 112,059 $35.78 
2001 846,660 $30.78 227,627 $27.41 
2002  1,306,326 $28.89 252,566 $29.85 

 
 

TABLE A.5 – SUPERPAVE SP 9.5 MIX DESIGNS (1998-2002) 
1998 1999 2000 2001 2002 WEAR 

COURSE MIX 
DESIGN METRIC TON METRIC TON METRIC TON METRIC TON METRIC TON 

2,B 5,414 0 0 0 0 
2,E 2,619 0 0 0 0 
3,B 2,996 0 0 0 88,710 
3,E 0 0 0 0 3,579 
3,L 0 0 0 38,602 0 
4,B 0 4,565 36,243 0 0 
4,C 47,396 0 0 0 0 
4,E 45,981 33,709 21,396 0 9,400 
4,F 9,076 7,147 3,015 0 0 
5,B 22,134 0 0 0 0 
5,E 92,414 0 16,983 0 0 

 
 

TABLE A.6 – SUPERPAVE SP 12.5 MIX DESIGNS (1998-2002) 
1998 1999 2000 2001 2002 WEAR 

COURSE MIX 
DESIGN METRIC TON METRIC TON METRIC TON METRIC TON METRIC TON 

1,A 0 18,126 0 0 21,484 
1,B 0 0 2,600 30,482 90,232 
1,C 0 0 0 0 11,892 
1,E 0 0 0 0 6,200 
2,B 6,980 619 0 0 157,490 
2,C 0 488 0 22,565 36,797 
2,D 0 532 0 0 0 
2,E 4,184 0 0 0 960 
3,B 16,750 2,472 35,709 176,186 208,460 
3,C 0 0 21,736 69,857 203,686 
3,E 0 0 18,488 0 10,123 
3,F 0 0 0 0 40,944 
3,L 0 0 0 16,516 0 
4,B 0 154,639 5,956 135,300 106,735 
4,C 156,826 189,459 6,547 4,663 132,884 
4,E 23,610 90,434 5,813 69,756 162,025 
4,F 9,010 1,724 83,272 103,816 65,805 
4,G 0 827 0 0 0 
4,L 0 0 0 16,959 0 
5,B 32,450 947 0 0 0 
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5,C 36,550 0 0 0 0 
5,E 123,194 1,770 1,940 105,887 26,375 
5,L 0 0 0 56,071 22,443 
6,C 26,680 0 0 0 0 
6,E 0 94,358 0 0 0 

 
 
 TABLE A.7 – SUPERPAVE SP 9.5 by PG BINDER (1998-2002) 

1998 1999 2000 2001 2002 WEAR 
COURSE   

MIX 
DESIGN 

METRIC 
TON 

$ / 
TON 

METRIC 
TON 

$ / 
TON 

METRIC 
TON 

$ / 
TON 

METRIC 
TON 

$ / 
TON 

METRIC 
TON 

$ / 
TON 

PG 
52-34 A      

PG 
58-28 B 30,544 $32.07 4,565 $35.65 36,243 $30.96  88,710 $25.80 

PG 
58-34 C 47,396 $33.56     

PG 
58-40 D      

PG 
64-28 E 141,014 $33.86 33,709 $32.77 38,379 $37.68 22,760 $40.15 12,981 $28.82 

PG 
64-34 F 9,076 $44.57 7,147 $45.60 3,015 $53.56   

PG 
64-40 G      

PG 
70-28 H      

PG 
70-34 I      

PG 
64-22 L    15,842 $34.68  

 
 

TABLE A.8 – SUPERPAVE SP 12.5 METRIC TONS by PG BINDER (1998-2002) 
1998 1999 2000 2001 2002 WEAR 

COURSE   
MIX 

DESIGN 
METRIC 

TON 
$ / 

TON 
METRIC 

TON 
$ / 

TON 
METRIC 

TON 
$ / 

TON 
METRIC 

TON 
$ / 

TON 
METRIC 

TON 
$ / 

TON 
PG 

52-34 A  18,126 $37.50   21,484 $23.88 

PG 
58-28 B 56,180 $30.98 158,677 $31.66 44,265 $27.57 341,969 $24.80 562,916 $25.66 

PG 
58-34 C 220,056 $33.12 189,947 $39.15 28,283 $39.43 97,085 $33.77 278,524 $27.31 

PG 
58-40 D  532 $92.65   4,346 $36.25 

PG 
64-28 E 150,988 $35.23 186,562 $32.02 26,241 $36.83 175,643 $35.30 205,683 $35.32 

PG 
64-34 F 9,010 $38.89 1,724 $47.00 83,272 $41.91 103,816 $33.94 106,750 $38.50 

PG 
64-40 G  827 $62.00    

PG 
70-28 H      

PG 
70-34 I      

PG 
64-22 L    89,546 $34.81 22,443 $36.40 
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TABLE A.9 – SUPERPAVE SP 9.5 & SP 12.5 METRIC TONS by ESALs (‘98-‘02) 
WEAR COURSE – MIX DESIGN ’98 – ‘02 AVG COST PERCENT 

ESALs x106 MARK METRIC TONS $ / METRIC TON % 
< 0.3 1 181,018 $27.30 4.9% 

0.3 to 1.0 2 238,647 $26.55 6.5% 
1.0 to 3.0 3 938,968 $27.72 25.5% 
3.0 to 10 4 1,657,443 $34.33 45.1% 
10 to 30 5 539,158 $34.71 14.7% 

30 to 100 6 121,038 $29.53 3.3% 
> 100 7 0 0 0 

 
TABLE A.10 – SUPERPAVE by HIGH TEMPERATURE END PG BINDER (‘98-‘02) 

1998 1999 2000 2001 2002 WEAR 
COURSE   

MIX 
DESIGN 

METRIC 
TONS % METRIC 

TONS % METRIC 
TONS % METRIC 

TONS % METRIC 
TONS % 

PG 52 - 0% 18,126 3.0% - 0% - 0% 21,485 1.6% 
PG 58 354,176 53.3% 353,721 58.8% 108,791 41.9% 439,053 51.9% 936,986 71.7% 
PG 64 310,088 46.7% 229,969 38.2% 150,907 58.1% 407,607 48.1% 347,856 26.6% 
PG 70 - 0% - 0% - 0% - 0% - 0% 

 
TABLE A.11 – SUPERPAVE by LOW TEMPERATURE END PG BINDER (‘98-‘02) 

1998 1999 2000 2001 2002 WEAR 
COURSE   

MIX 
DESIGN 

METRIC 
TONS % METRIC 

TONS % METRIC 
TONS % METRIC 

TONS % METRIC 
TONS % 

PG -22 - 0% - 0% - 0% 105,388 12.4% 22,443 1.7% 
PG -28 378,726 57.0% 383,513 63.7% 145,128 55.9% 540,371 63.9% 870,288 66.6% 
PG -34 285,538 43.0% 216,944 36.0% 114,570 44.1% 200,901 23.7% 409,250 23.1% 
PG -40 - 0% 1,359 0.2% - 0% - 0% 4,350 0.3% 
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Appendix B 
English Units– Mn/DOT 2350 & 2360 

HMA Data
 

 
TABLE B.1 – HOT MIX ASPHALT PRODUCTION (1998-2002) 

2350 HMA 2360 HMA YEAR 
ENGLISH TONS ENGLISH TONS 

TOTAL – ENGLISH 
TONS 

1998 1,477,666 807,179 2,284,845 
1999 2,097,245 828,046 2,925,291 
2000 3,645,027 409,793 4,054,820 
2001 3,300,781 1,184,199 4,484,980 
2002  1,246,572 1,718,754 2,965,326 

 
 

TABLE B.2 – HOT MIX ASPHALT AVERAGE COST PER ENGLISH TON (‘98-‘02) 
2350 HMA 2360 HMA YEAR 

$/ ENGLISH TON $ / ENGLISH TON 
1998 $21.70 $30.58 
1999 $21.19 $31.40 
2000 $23.50 $33.01 
2001 $22.06 $27.28 
2002 $25.14 $26.34 
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TABLE B.3 – Mn/DOT 2350 PRODUCTION BY TRAFFIC LEVEL  (1999-2002) 

LOW VOLUME (LV) MEDIUM LEVEL (MV) HIGH VOLUME (HV) 
YEAR ENGLISH 

TONS 
$ / ENGLISH 

TON 
ENGLISH 

TONS 
$ / ENGLISH 

TON 
ENGLISH 

TONS 
$/ ENGLISH 

TON 
1999 991,748 $19.91 841,451 $21.01 264,045 $26.63 
2000 1,911,326 $22.55 1,364,555 $23.08 427,599 $28.88 
2001 1,329,969 $21.05 1,664,289 $21.73 309,871 $28.65 
2002  585,414 $23.77 529,733 $24.43 131,424 $34.15 

 
TABLE B.4 – SUPERPAVE WEAR COURSE & NW COURSE  (1998-2002) 

WEAR COURSE NON-WEAR COURSE 
YEAR 

ENGLISH TONS $ / ENGLISH TON ENGLISH TONS $ / ENGLISH TON 
1998 732,224 $30.66 74,955 $29.76 
1999 663,389 $31.49 164,657 $31.05 
2000 286,268 $33.26 123,525 $32.43 
2001 933,284 $27.93 250,916 $24.86 
2002  1,440,878 $26.19 278,580 $27.06 

 
 

TABLE B.5 – SUPERPAVE SP 9.5 MIX DESIGNS (1998-2002) 
1998 1999 2000 2001 2002 WEAR 

COURSE MIX 
DESIGN ENGLISH TON ENGLISH TON ENGLISH TON ENGLISH TON ENGLISH TON 

2,B 5,972 0 0 0 0 
2,E 2,890 0 0 0 0 
3,B 3,305 0 0 0 97,846 
3,E 0 0 0 0 3,950 
3,L 0 0 0 42,578 0 
4,B 0 5,035 39,976 0 0 
4,C 52,278 0 0 0 0 
4,E 50,717 37,181 23,600 0 10,372 
4,F 10,011 7,883 3,326 0 0 
5,B 24,414 0 0 0 0 
5,E 101,933 0 18,732 0 0 
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TABLE B.6 – SUPERPAVE SP 12.5 MIX DESIGNS (1998-2002) 

1998 1999 2000 2001 2002 WEAR 
COURSE MIX 

DESIGN ENGLISH TON ENGLISH TON ENGLISH TON ENGLISH TON ENGLISH TON 
1,A 0 19,993 0 0 23,697 
1,B 0 0 2,868 33,622 99,526 
1,C 0 0 0 0 13,117 
1,E 0 0 0 0 6,841 
2,B 7,700 683 0 0 173,711 
2,C 0 538 0 24,900 40,587 
2,D 0 587 0 0 0 
2,E 4,615 0 0 0 1,058 
3,B 18,475 2,727 39,387 194,333 229,930 
3,C 0 0 23,975 77,052 224,666 
3,E 0 0 20,392 0 11,166 
3,F 0 0 0 0 45,161 
3,L 0 0 0 18,217 0 
4,B 0 170,567 6,569 149,236 117,729 
4,C 172,979 208,973 7,221 5,143 146,571 
4,D 0 0 0 0 4,794 
4,E 26,042 99,750 6,412 76,941 178,712 
4,F 9,938 1,900 91,850 114,510 72,583 
4,G 0 912 0 0 0 
4,L 0 0 0 18,706 0 
5,B 35,792 1,045 0 0 0 
5,C 40,315 0 0 0 0 
5,E 135,883 1,952 2,140 116,793 29,091 
5,L 0 0 0 61,846 24,755 
6,C 29,428 0 0 0 0 
6,E 0 104,077 0 0 0 
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TABLE B.7 – SUPERPAVE SP 9.5 by PG BINDER (1998-2002) 

1998 1999 2000 2001 2002 WEAR 
COURSE   

MIX  
ENGL 
TON 

$ / 
TON 

ENGL 
TON 

$ / 
TON 

ENGL 
TON 

$ / 
TON 

ENGL 
TON 

$ / 
TON 

ENGL 
TON 

$ / 
TON 

PG 
52-34 A -  -  -  -  -  

PG 
58-28 B 33,690 $29.08 5,035 $32.32 39,976 $28.07 -  97,846 $23.39

PG 
58-34 C 52,278 $30.43 -  -  -  -  

PG 
58-40 D -  -  -  -  -  

PG 
64-28 E 155,538 $30.70 37,181 $29.71 42,332 $34.16 25,104 $36.40 14,318 $26.13

PG 
64-34 F 10,011 $40.41 7,883 $41.34 3,326 $48.56 -  -  

PG 
64-40 G -  -  -  -  -  

PG 
70-28 H -  -  -  -  -  

PG 
70-34 I -  -  -  -  -  

PG 
64-22 L -  -  -  17,474 $31.44 -  

 
 

TABLE B.8 – SUPERPAVE SP 12.5 ENGLISH TONS by PG BINDER (1998-2002) 
1998 1999 2000 2001 2002 WEAR 

COURSE   
MIX  

ENGL 
TON 

$ / 
TON 

ENGL 
TON 

$ / 
TON 

ENGL 
TON 

$ / 
TON 

ENGL 
TON 

$ / 
TON 

ENGL 
TON 

$ / 
TON 

PG 
52-34 A -  19,993 $34.00 -  -  23,697 $21.62

PG 
58-28 B 61,967 $28.08 175,021 $28.70 48,824 $24.99 377,191 $22.49 620,896 $23.26 

PG 
58-34 C 242,722 $30.03 209,512 $35.49 31,196 $35.75 107,085 $30.61 307,212 $24.76 

PG 
58-40 D -  587 $84.00 -  -  4,794 $32.86 

PG 
64-28 E 166,540 $31.94 205,778 $29.03 28,994 $33.39 193,734 $32.00 226,868 $32.02 

PG 
64-34 F 9,938 $35.26 1,902 $42.61 91,850 $38.00 114,509 $30.77 117,744 $34.90 

PG 
64-40 G -  910 $56.21 -  -  -  

PG 
70-28 H -  -  -  -  -  

PG 
70-34 I -  -  -  -  -  

PG 
64-22 L -  -  -  98,770 $31.56 24,755 $33.00 
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TABLE B.9 – SUPERPAVE SP 9.5 & SP 12.5 ENGLISH TONS by ESALs (‘98-‘02) 

WEAR COURSE – MIX DESIGN ’98 – ‘02 AVG COST PERCENT 
ESALs x106 MARK ENGLISH TONS $ / ENGLISH TON % 

< 0.3 1 199,663 $24.75 4.9% 
0.3 to 1.0 2 263,228 $24.07 6.5% 
1.0 to 3.0 3 1,035,682 $25.13 25.5% 
3.0 to 10 4 1,828,160 $31.12 45.1% 
10 to 30 5 594,691 $31.47 14.7% 

30 to 100 6 133,505 $26.78 3.3% 
> 100 7 0 0 0 

 
TABLE B.10 – SUPERPAVE by HIGH TEMPERATURE END PG BINDER (‘98-‘02) 

1998 1999 2000 2001 2002 WEAR 
COURSE   

MIX 
DESIGN 

ENGL 
TONS % ENGL 

TONS % ENGL 
TONS % ENGL 

TONS % ENGL 
TONS % 

PG 52 - 0% 19,993 3.0% - 0% - 0% 23,700 1.6% 
PG 58 390,656 53.3% 390,154 58.8% 119,996 41.9% 484,275 51.9% 1,033,496 71.7% 
PG 64 342,027 46.7% 235,656 38.2% 166,450 58.1% 449,591 48.1% 383,685 26.6% 
PG 70 - 0% - 0% - 0% - 0% - 0% 

 
TABLE B.11 – SUPERPAVE by LOW TEMPERATURE END PG BINDER (‘98-‘02) 

1998 1999 2000 2001 2002 WEAR 
COURSE   

MIX 
DESIGN 

ENGL 
TONS % ENGL 

TONS % ENGL 
TONS % ENGL 

TONS % ENGL 
TONS % 

PG -22 - 0% - 0% - 0% 116,243 12.4% 24,755 1.7% 
PG -28 417,735 57.0% 423,015 63.7% 160,076 55.9% 596,030 63.9% 959,928 66.6% 
PG -34 314,950 43.0% 239,289 36.0% 126,371 44.1% 221,594 23.7% 451,401 23.1% 
PG -40 - 0% 1,500 0.2% - 0% - 0% 4,794 0.3% 
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